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TEXAS INDUSTRIAL MOTORIZED VALVES

TEXAS INDUSTRIAL SOLENOID BOOM CONTROL VALVES
1999 SERIES

12-VOLT SOLENOID VALVE

• Suitable for wetable powders
• Low pressure loss, 5 PSI at 10 GPM.
• Low power draw: 2.4 amps at 12 volt 
• Response time immediate
• Viton seals and O-Rings
• Wetted parts stainless steel or glass filled nylon
• Max. Temp. 120° F
• Maximum pressure 125 PSI 

2100A SERIES
12-VOLT SOLENOID VALVE

• Low pressure loss, 5 PSI at 15 GPM
• Low power draw: 2.4 amps at 12 volt DC
• Response time 1/2 second or less
• For multiple valve units, simply screw one valve

to another
• Parts made from glass filled Nylon, Viton or

Stainless Steel
• Maximum pressure 125 PSI
• Max. Temp. 120° F

2500 SERIES
12-VOLT SOLENOID VALVE

• Low power draw 1.7 amps at 12 volts
• Instant response time.
• 3/4" FPT Inlet; 3/4" MPT By Pass; 1/2" FPT Boom

outlet.
• Weatherproof coil draws 1.7 amps at 12 volts.
• Wetted parts consist of 430 stainless steel, Viton

with chemical resistant glass filled nylon body.
• For multiple units, simply screw one valve to

another.
• Max. liquid temp. 120° F
• Max. 5 PSI pressure loss at recommended flow.

MODEL 2501
12-VOLT SOLENOID VALVE

• Max. 125 PSI.
• Max. 6 GPM at 5 PSI pressure drop.
• Viton seat & seal.
• Max. 120° F.

• Ports 1" inlet & outlet
• 5 PSI drop at 20 GPM (2 way)
• 5 PSI drop at 18 GPM (3 way)
• Wetted parts glass filled nylon and 303 stainless
• Viton Seal
• Totally enclosed motor with sealed connector

• Draws 1 amp max at 12VDC
• Self resetting fuse
• Open & closing time .8 seconds
• Max 150 PSI

20 GPM

150 PSI

12 VOLT

18 GPM

150 PSI

12 VOLT

TEXAS INDUSTRIAL 2400 SERIES 12 VOLT MOTORIZED VALVES

SINGLE 2-WAY VALVE NO MANIFOLD SINGLE 3-WAY VALVE NO MANIFOLD

Port
No. Mfg. No. Valves In Out
6332 2402 1 1" 1"

Valves Manifold Mounted
6332-1 2404-1 1 11⁄2" 11⁄2"
6332-2 2404-2 2 11⁄2" 11⁄2"
6332-3 2404-3 3 11⁄2" 11⁄2"
6332-4 2404-4 4 11⁄2" 11⁄2"
*6332-5 2404-5 5 11⁄2" 11⁄2"
TEK-2 2445 Repair Kit

Port
No. Mfg. No. Valves In Out
6333 2401 1 1" 1"

Valves Manifold Mounted
6333-1 2403-1 1 11⁄2" 11⁄2"
6333-2 2403-2 2 11⁄2" 11⁄2"
6333-3 2403-3 3 11⁄2" 11⁄2"
*6333-4 2403-4 4 11⁄2" 11⁄2"
*6333-5 2403-5 5 11⁄2" 11⁄2"
*TEK-1 2447 Repair Kit

Inlet / Bypass Boom
No. Mfg. No. Valves FPT x MPT FPT
6361 1999 1 1" x 1" 3/4"

6361-3 1999-3 3 1" x 1" 3/4"
2701 2045 Repair Kit

Inlet / Bypass Boom
No. Mfg. No. Valves FPT x MPT FPT
6360 2100A 1 3/4" x 3/4" 1/2"

6360-3 2100A-3 3 3/4" x 3/4" 1/2"
2255-T 2255 Repair Kit

Max Recommended
No. Mfg. No. Valves PSI Flow
6284 2500A 1 100 0-10 GPM

6284-3 2500A-3 3 100 0-30 GPM
6285 2502 1 175 0-8 GPM

6285-3 2502-3 3 175 0-24 GPM
2352-T 2352 Repair Kit

Ports
No. Mfg. No. In/Out
6286 2501 1/2" FPT

2352-T 2352 Repair Kit

* Limited quantities available
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TEXAS INDUSTRIAL SOLENOID VALVES
• Foam & die marker liquid control
• Boom end nozzle control
• Chemical injection systems
• ATV and ESTATE sprayer boom control
• 12-Volt DC

• Very low current draw
• Body-glass filled nylon
• Wetted metal parts 304 and 403 stainless steel
• Viton seals (AFAS available)
• 5% pressure drop across valve
• Max. temp. 120° F

2201A SOLENOID VALVE

• High pressure and high 
volume

• Max. 125 PSI
• Max. Flow 1 GPM
• Max. Amps 1.1
• Ports 1/4" FPT

2206 SOLENOID VALVE

• Very high pressure and low 
volume

• Max. 200 PSI
• Max. Flow .22 GPM
• Max. Amps .85
• Ports 1/4" FPT

2504 3-WAY SOLENOID VALVE

• Ideal for foam markers
• Max. 75 PSI 
• Max. Flow 2 GPM
• Max. Amps 1.1
• Ports 1/2" FPT

2505 3-WAY SOLENOID VALVE

• Ideal for small sprayers
• Max. 80 PSI 
• Max. Flow 2 GPM
• Max. Amps 1.7
• Ports:

3/4" FPT Inlet & Bypass
1/2" FPT Outlet

2204 3-WAY SOLENOID VALVE

• Ideal for use on markers to
switch flo to desired booms

• Max. 40 PSI 
• Max. Flow 1/2 GPM
• Max. Amps .85
• Ports 1/4" FPT

2600 SERIES 12 VOLT
NOZZLE BODY VALVES

• Ideal for individual nozzle
control

• Accepts standard caps &
gaskets

• Max Temp. 120° F
• Max. Amps .85/1.1
• Ports 1/4" FPT

2202 SOLENOID VALVE

• Low pressure and high 
volume

• Max. 50 PSI
• Max. Flow 1 GPM
• Max. 0.85 Amps
• Ports 1/4" FPT

2203 SOLENOID VALVE

• High pressure and low 
volume

• Max. 125 PSI
• Max. Flow 1/2 GPM
• Max. 0.85 Amps
• Ports 1/4" FPT

3000 SERIES 3-WAY SOLENOID VALVE

• 3/4" FPT In & 3/4" MPT Out
• 1/2" FPT Outlet (Boom)
• Current draw 1.1 Amp at 12

Volt DC
• Can be interconnected for 

multiple boom control
• Three models to choose from

PRESSURE ADAPTER

VALVE SWITCHES

• Easy and efficient way to
connect 1/8" gauge tubing 
to supply lines to monitor 
pressure

• Mount on 3/4" supply lines 
or boom lines

• Single Pole off/on switch
• 12 Volt DC, 110 Volt AC
• Max. Amps

No. Orifice Size
6272 .148

No. Orifice Size
6275 .070

No. Orifice Size
6271 .220

No. Orifice Size
6276 .105

No. Orifice Size
6273 .148

No. MPT x FPT
2152-T 3/4" x 3/4"

No. Orifice Size
6274 .105

No. Type
2673 Single Pole

No. Max. GPM Max. PSI
6281 1 GPM 125
6282 1 GPM 50
6283 1/2 GPM 125

No. Valves
7270-1 1
7270-2 2
7270-3 3

No. Max. GPM Max. PSI
6287 2 125
6288 3.1 80
6289 4 60
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SPRAYER CONTROLS & FLOW METERS

REPAIR PARTS RC-10N

• Safe control of sprayer from tractor seat.
• Adjust pressure to change spray application rate.
• Control up to 5 booms separately.
• Master switch controls complete system.

• Fuse overload protection.
• Quick disconnect at hitch.
• Adjustable mounting bracket.
• 8 ft. power cord, cab harness and sprayer harness.

REPAIR PARTS RC-IB REMOTE CONTROL PARTS
REPAIR PARTS #734

RC-10M-2490-#RC-1B-2460-TEXAS INDUSTRIAL SPRAYER CONTROLS

Boom Gauges Harness Pressure Boom
No. Mfg. No. SW Type PSI Power Cab Sprayer Regulator Valves
6190 1586 1 Dry 100 8' - - - -
6191 1987 3 Dry 100 8' - - - -
6192 RC-10N 1 Dry 100 8' 15' 15' 1560 -

Texas Industrial cab controls for series 2400 mechanical valves and series 2700 ball
valves or any valve requiring two power wires and a switch wire.

6185 2490 1 Dry 160 8' 20' 20' 1541 -
6186 2460 3 Dry 200 8' 10' 10' 1541 -

No. Mfg. No. Description
2672 1217 Black Plastic Switch
2674 1175 Pressure Reg. Sw
2675 1213 100 PSI 21⁄2" Dry Gauge
2677 1633 300 PSI 21⁄2" Dry Gauge
2678 1213L 100 PSI 21⁄2" Liq Gauge
2681 1734L 160 PSI 21⁄2" Liq Gauge

No. Mfg. No. Description
2674 1175 Pressure Reg. Sw
2682 1194 0-100 1/8" NPT Guage
2683 1330 0-100 1/4" NPT Guage

No. Mfg. No. Description
1566 CP36984-com. Boom SW
1567 CP36985-com. Pressure SW

No. Description Each
6072 1/8" Adapter $1.76
6052 1/8" Tube Union 4.20

SPRAYER CONTROL REPAIR PARTS

DIGITAL FLOW METERS

825 SERIES

• Easy to read LCD
• 20 preset settings for different fluid calibration
• U.S & metric units of measure
• 360° adjustable face
• Easy disassembly for quick cleaning
• Waterproof & corrosion resistant
• Handles 2 to 20 GPM @ 120 PSI
• Powered by 2 “AA” batteries (included)

850 SERIES

• Easy to read LCD
• Distinguishs between liquid & air
• U.S & metric units of measure
• Glass filled polypropylene body
• Stainless steel chamber
• Waterproof & corrosion resistant
• Delivers 2 to 20 GPM @ 120 PSI
• Powered by 2 “AA” batteries (included)

No. Model Ports
825-FM 825 1" FPT
850-FM 850 1" FPT

Repair Kit
825KTF Viton & Buna o-rings, chamber

assembly
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SPRAYER NOZZLE MONITORS & PARTS

FLOW METERING
ORIFICE PLATES

Other Sizes Available

REDBALL REPLACEMENT PARTS

Redball Spray Monitor is a simple gauge that allows
you to visually monitor proper flow rate of your liquid
fertilizer and herbicide applications. 

It shows immediately if a nozzle becomes plugged as lit-
tle as 10% and it tells you, at a glance, any variation in
your application rate.

SQUEEZE PUMP MODELS
MANIFOLD MODELS

COMPLETE WITH FOUR 3/8" & 1/2" HOSE BARB ELBOWS
OR FOUR 1/4” HOSE BARB ELBOWS

√ 3/8" FPT Inlet Isolator TEE to join columns

√ 1/4" FPT Outlet Adapters fo Tubing Fittings

√ Flow Control Orifice Inserts available in large range

of sizes

Fitting Adapter

Orifice Insert

Isolator TEE

No. Orifice Size
Orifice with Buna-N Seal

WG21000 Blank
WG21025 0.025 Orifice
WG21055 0.055 Orifice
WG21104 0.104 Orifice
WG21250 0.250 Orifice

Orifice with Viton Seal
WG21000-V Blank
WG21025-V 0.025 Orifice
WG21055-V 0.055 Orifice
WG21104-V 0.104 Orifice
WG21250-V 0.250 Orifice

No. Mfg. No. Column HB Con.
6347 3376-0001 4 1/4"
6348 3376-0002 4 3/8" & 1/2"

No. Mfg. No. Column Con.
6350 3376-0006 2 3/8"
6352 3376-0007 2 1/2"
6351 3376-0004 4 3/8"
6349 3376-0005 4 1/2"

No. Ill. No. Description
6357N 1 Monitor Nut
6357E1 2 3/8" 90° Elbow w/Ret. Tips
6357E2 1/2" 90° Elbow w/Ret. Tips
6357S 2 1/4" Straight HB

Order Ring Separate if Req.
6357R 1/4" Retaining Ring
6357S1 2 3/8" Straight HB w/Ret. Tips
6357S2 1/2" Straight HB w/Ret. Tips
6357E 3 3/4" EPDM Washer
6357V 3/4" Viton Washer

No. Ill. No. Description
6357G 4 Red Glass Balls
6357P Red Plastic Balls

6357SS Stainless Steel Balls
6353 5 Monitor Body

6357D 6 Blank Disk
Squeeze Pump Replacement Bodies (not installed)

6354 4 Col. Monitor Body 3/8" HB Inlet
6355 2 Col. Monitor Body 3/8" HB Inlet

6354-1 4 Col. Monitor Body 1/2" HB Inlet
6355-1 2 Col. Monitor Body 1/2" HB Inlet

SPRAY MONITORS
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SPRAYER NOZZLE MONITORS & PARTS

90° STREET ELBOW

with O-ring Seal

Male x Female

NO
ELECTRONIC

COMPONENTS
TO CAUSE
PROBLEMS

- MAX 100 PSI

TEE

with O-ring Seal

Male x Male x Female

ISOLATOR TEE

Male x Female (Blind)

O-ring Seal x 3/8" FPT

FLOW INDICATOR
ASSEMBLY
(As Illustrated)

Includes:

• Ball retainer
• Two locking clips
• One set of six flow indicator 

balls
• O-ring seal

TEE

Male x Male O-ring Seal
x 1" FPT

O-RING SEAL
END CAP

REPLACEMENT
O-RINGS

ADAPTER

1/4" FPT with O-ring Seal

HOSE BARB
ADAPTER

Buna-N Seal

90° HOSE BARB
ELBOW

Buna-N Seal

REPLACEMENT PARTS
FLOW INDICATOR

Body Only

FLOW INDICATOR BALLS

Minimum / Maximum Flow Represents US GPM (water)

LOCKING CLIP
Body Only

BALL RETAINER
Body Only

No. Type
WG20520 Buna-N

WG20520-V Viton

No. Type
WG20525 Buna-N

WG20525-V Viton

No. Description
WG20521 Cap

No. Type
WG20460 Buna-N

WG20460-V Viton

No. Seal
WG20519 Buna-N

WG20519-V Viton

No. Seal
WG20522 Buna-N

WG20522-V Viton

No. Seal
WG20523 Buna-N

WG20523-V Viton

No. Description
Buna-N

WG20460-03 #212 for Body & Fittings
WG40225-04 #015 for Orifice insert

Viton
WG20460-15 #212 for Body & Fittings
WG40225-05 #015 for Orifice insert

No. Hose Barb
WG20501 3/8"
WG20502 1/2"
WG20503 3/4"

Viton Seal
WG20501-V 3/8"
WG20502-V 1/2"
WG20503-V 3/4"

No. Hose Barb
WG20511 3/8"
WG20512 1/2"
WG20513 3/4"

Viton Seal
WG20511-V 3/8"
WG20512-V 1/2"
WG20513-V 3/4"

No. Description
WG20460-01 Body

No. Description
WG20460-04 Clip

No. Description
WG20460-02 Retainer

Flow Rate
No. Min Max Ball Type

WG20460-09 .03 .09 Black Poly Prop
WG20460-08 .05 .18 Green Poly Prop
WG20460-07 .09 .30 Red Celcon
WG20460-06 .31 .72 Blue Glass
WG20460-05 .4 1.33 1/2" Stainless Steel
WG20460-10 1.00 2.70 7/16" Stainless Steel
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DRY GAUGES
BOURDON TUBE - NOT FOR OXYGEN

2" DRY GAUGE

• 1/4" Brass Lower Mount
• ABS Plastic Case
• Window Acrylic
• Not for use with Oxygen
• Accuracy 3% - 2% - 3%  

Grade B
• Operating Temp. 0°C - 40°C

11⁄2" DRY GAUGE

• 1/8" Brass Back Mount
• Painted Steel Case
• Glass Window
• Bourdon Tube
• Operating Temp. 0°C - 40°C

• Accuracy 3% - 2% - 3% Grade B
• Not for use with Oxygen

21⁄2" DRY
PRESSURE GAUGE

• 1/4" Brass Lower Mount
• Dual Scale
• Painted Steel Case
• Glass Window
• Accuracy: 3% - 2% Grade B
• Bourdon Tube
• Operating Temp. 0°C - 40°C

2" DRY GAUGE

• 1/4" Center Back Mount
• Painted Steel Case
• Glass Window
• Operating Temp. 0°C - 40°C
• Not for use with oxygen

2" DRY
PRESSURE GAUGE

• Glass Window
• Accuracy: 3% - 2%
• Bourdon Tube
• Not for use with oxygen
• 1/8" Center Back Mount

• Operating Temp. 0°C - 40°C

2" DRY GAUGE

• 1/4" Brass Center BackMount
• Plastic Case
• Window Glass
• Operating Temp. 0°C - 40°C
• Accuracy: 3% - 2% Grade B
• Bourdon Tube
• Not for use with oxygen

2" DRY GAUGE

• 1/8" Lower Brass Mount
• Steel Case
• Operating Temp. 0°C - 40°C
• Accuracy: 3% - 2%
• Bourdon Tube
• Not for use with oxygen

4" DRY GAUGE

• 1/4" Copper Alloy Lower   
Mount

• Painted Steel Case
• Acrylic Window
• Operating Temp. 0°C - 60°C
• Accuracy: ±1-1⁄2 %
• Bourdon Tube
• Dual Range
• Not for use with oxygen

2" DRY GAUGE

• 1/4" Lower Brass Mount
• Painted Steel Case
• Glass Window
• Operating Temp. 0°C - 40°C
• Accuracy: 3% - 2%
• Bourdon Tube
• Not for use with oxygen

21⁄2" DRY
PRESSURE GAUGE

• 1/4" Brass Center Back
Mount

• ABS Case
• Acrylic Window
• Operating Temp. 32°F-104°F
• Bourdon Tube
• Not for use with oxygen

41⁄2" 
CONTRACTOR

GAUGE

• Bourdon Tube
• Readjustable Pointer
• Window: Clear Acrylic

• Accuracy: ±1% Full Scale - Exception - 3000 
over ± 2%

• 1/4" Copper Alloy Lower Mount
• 304 Stainless Steel Case & Bezel
• Gauges 15 to 600 PSI Threaded for

Restricter  (Not Included)
• Gauges 1000 PSI or more Restricter included
• Operating Temp. -25°C - 60°C

No. PSI Incr.
G-08-30 0-30 1/2
G-08-60 0-60 1
G-08-100 0-100 2
G-08-160 0-160 5
G-08-200 0-200 5

No. PSI Incr.
G-07-30 0-30 1/2
G-07-60 0-60 1/2
G-07-100 0-100 2
G-07-200 0-200 2

Vacuum / Pressure Gauge
G-07-30-0-30 30-0-30 1

No. PSI Incr.
G-10-30 0-30 1/2
G-10-60 0-60 1
G-10-100 0-100 2
G-10-160 0-160 5
G-10-200 0-200 5

Vacuum / Pressure Gauge
G-10-30-0-30 30-0-30 2

No. PSI Incr.
G-12-60 0-60 1
G-12-100 0-100 2
G-12-160 0-160 5
G-12-200 0-200 2
G-12-300 0-300 5
G-12-400 0-400 5
G-12-600 0-600 10
G-12-1000 0-1000 20
G-12-2000 0-2000 20

No. PSI Incr.
G-14-100 0-100 2

No. PSI Incr.
G-19-60 0-60 1

No. PSI Incr.
G-09-15 0-15 1/4
G-09-30 0-30 1/2
G-09-60 0-60 1
G-09-100 0-100 2
G-09-160 0-160 5
G-09-200 0-200 2
G-09-300 0-300 10
G-09-400 0-400 8
G-09-600 0-600 20

Vacuum Gauge
G-09-30-0 30-0-HG 1/2

Vacuum Pressure
G-09-30-30 30-0-30 1

G-09-30-0-150 30-0-150 3

No. PSI Case Incr.
G-13-100 0-100 Plastic 2

No. PSI kPa Incr.
G-11-15 0-15 0-100 1/5
G-11-30 0-30 0-200 1/2
G-11-60 0-60 0-400 1
G-11-100 0-100 0-700 1
G-11-160 0-160 0-1100 5
G-11-200 0-200 0-1400 2
G-11-300 0-300 0-2100 5
G-11-400 0-400 0-2800 10
G-11-600 0-600 0-4000 10

No. PSI kPa Incr.
G-15-15 0-15 0-100 1/5
G-15-30 0-30 0-200 1/2
G-15-60 0-60 0-400 1
G-15-100 0-100 0-700 1
G-15-160 0-160 0-1100 2
G-15-200 0-200 0-1400 2
G-15-300 0-300 0-2100 5
G-15-400 0-400 0-2800 5
G-15-600 0-600 0-4000 10

No. PSI kPa Incr.
G-01-15 0-15 0-100 0.2
G-01-30 0-30 0-200 0.5
G-01-60 0-60 0-400 1
G-01-100 0-100 0-700 1
G-01-160 0-160 0-1100 2
G-01-200 0-200 0-1400 2
G-01-300 0-300 0-2100 5
G-01-400 0-400 0-2800 5
G-01-600 0-600 0-4000 10
G-01-1000 0-1000 0-7000 20
G-01-3000 0-3000 0-21000 50
G-01-5000 0-5000 0-35000 200
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LIQUID FILLED GAUGES
21⁄2" GAUGE

LIQUID FILLED

• 1/4" Center Back Mount
• 304 Stainless Steel Case
• Bourdon Tube
• Use when Vibrations or 

Pulsation is a problem
• Window: Clear Acrylic
• Temp: -20°C to 60°C
• Gauges 1000 PSI or more

have Restrictor Screw
• Accuracy: 1.5 % Full Scale

4" GAUGE
LIQUID FILLED

• 1/4" Lower Mount
• Stainless Steel Case
• Use when Vibrations 

or Pulsation occurs
• Accuracy: 1.5 % 

Full Scale
• Connection 1/4" 

Copper Alloy
• Window: Clear Acrylic
• Temp: -20°C to 60°C

• Gauges 1000 PSI or more have Restrictor 
Screw

• Bourdon Tube

21⁄2" LIQUID FILLED GAUGE
For use with Ammonia or Oxygen

• 1/4" Lower Mount
• All Stainless Steel
• 304 Stainless Steel Case
• Accuracy: 1.59 %
• Acrylic Window
• Temp: -20°C to 60°C; 

Media: Max 100°C
• Bourdon Tube
• Dual Scale

21⁄2" LIQUID FILLED GAUGE
For use with Ammonia or Oxygen

• 1/4" Center back mount
• 304 Stainless Steel Case
• 1/4" Center Back Mount 
• Accuracy: 1.59 % Full Scale
• Acrylic Window
• Bourdon Tube  
• Dual Scale

• Temp: Ambient -20°C to 60°C; Media: Max 100°C
• 316 Stainless Steel Wetted Parts

ALL STAINLESS STEEL CASE & WETTED PARTS FOR USE WITH AMONIA OR OXYGEN

21⁄2" GAUGE 
LIQUID FILLED

• Window: Glass
• Bourdon Tube
• 1/4" Brass Lower Mount
• Case 304 Stainless Steel
• Temp: Ambient -20°C to 60°C

• Accuracy 3% - 2% - 3% Grade B

2" GAUGE 
LIQUID FILLED

• 1/4" Brass Lower Mount
• Black Steel Case
• Window: Clear Acrylic
• Accuracy 3% - 2% - 3%
• Temp: -20°C to 60°C

• Bourdon Tube     • Not for use with Oxygen

21⁄2" GAUGE LIQUID FILLED
• 1/4" Lower Mount
• Bourdon Tube
• Stainless Steel Case
• Temp: -20°C to 60°C
• Window: Clear Acrylic 
• Accuracy: 1.5 % Full Scale
• Connection 1/4" Copper Alloy

• Use when Vibrations or Pulsation occurs

No. PSI kPa Incr.
G-18-15 0-15 0-100 1/5
G-18-30 0-30 0-200 1/2
G-18-60 0-60 0-400 1
G-18-100 0-100 0-700 2
G-18-160 0-160 0-1100 2
G-18-200 0-200 0-1400 5
G-18-300 0-300 0-2100 5
G-18-400 0-400 0-2800 10
G-18-600 0-600 0-4000 10

G-18-1000 0-1000 0-7000 20
G-18-1500 0-1500 0-10000 20
G-18-2000 0-2000 0-14000 50
G-18-3000 0-3000 0-21000 50
G-18-5000 0-5000 0-35000 100
G-18-10000 0-10000 0-70000 200

Vacuum Gauge
G-18-30-OHG 30-OHG - -

Vacuum / Pressure Gauge
G-18-30-0-30 30-0-30 - -
G-18-30-0-150 30-0-150 - -

No. PSI kPa Incr.
G-16-15 0-15 0-100 1/5
G-16-30 0-30 0-200 1/2
G-16-60 0-60 0-400 1
G-16-100 0-100 0-700 2
G-16-160 0-160 0-1100 2
G-16-200 0-200 0-1400 5
G-16-300 0-300 0-2100 5
G-16-400 0-400 0-2800 20
G-16-600 0-600 0-4000 10

G-16-1000 0-1000 0-7000 20
G-16-1500 0-1500 0-10000 20
G-16-2000 0-2000 0-14000 50
G-16-3000 0-3000 0-21000 50
G-16-4000 0-4000 0-28000 100
G-16-5000 0-5000 0-35000 100

G-16-10000 0-10000 0-70000 200
Vacuum Gauge

G-16-30-OHG 30-OHG - 1/2
Vacuum / Pressure Gauge

G-16-30-0-30 30-0-30 - 2/1
G-16-30-0-150 30-0-150 - 10/5

No. PSI kPa Incr.
G-03-15 0-15 0-100 1
G-03-30 0-30 0-200 1/2
G-03-60 0-60 0-400 1
G-03-100 0-100 0-700 2
G-03-160 0-160 0-1100 2
G-03-200 0-200 0-1400 5
G-03-300 0-300 0-2100 5
G-03-400 0-400 0-2800 20
G-03-600 0-600 0-4000 10

G-03-1000 0-1000 0-7000 20
G-03-1500 0-1500 0-10000 20
G-03-2000 0-2000 0-14000 50
G-03-3000 0-3000 0-21000 50
G-03-5000 0-5000 0-35000 100
G-03-10000 0-10000 0-70000 200

Vacuum / Pressure Gauge
G-03-30-30 30-30 - 2

Vacuum Gauge
G-03-30-0 30-0 - 1

No. PSI kPa Incr.
G-04-15 0-15 0-100 1
G-04-30 0-30 0-200 1/2
G-04-60 0-60 0-400 1
G-04-100 0-100 0-700 2
G-04-160 0-160 0-1100 2
G-04-200 0-200 0-1400 5
G-04-300 0-300 0-2100 5
G-04-400 0-400 0-2800 20
G-04-600 0-600 0-4000 10

G-04-1000 0-1000 0-7000 20
G-04-1500 0-1500 0-10000 20
G-04-2000 0-2000 0-14000 50
G-04-3000 0-3000 0-21000 50
G-04-5000 0-5000 0-35000 100
G-04-10000 0-10000 0-70000 200

Vacuum / Pressure Gauge
G-04-30-30 30-30 - 2

Vacuum Gauge
G-04-30-0 30-0 - 1

No. PSI kPa Incr.
G-17-15 0-15 0-100 1/5
G-17-30 0-30 0-200 1/2
G-17-60 0-60 0-400 1
G-17-100 0-100 0-700 2
G-17-160 0-160 0-1100 2
G-17-200 0-200 0-1400 5
G-17-300 0-300 0-2100 5
G-17-400 0-400 0-2800 10
G-17-600 0-600 0-4000 10
G-17-1000 0-1000 0-7000 20
G-17-1500 0-1500 0-10000 20
G-17-2000 0-2000 0-14000 50
G-17-3000 0-3000 0-21000 50
G-17-5000 0-5000 0-35000 100

G-17-10000 0-10000 0-70000 200

No. PSI Incr.
G-20-60 60 2
G-20-100 100 2
G-20-160 160 2
G-20-200 200 5
G-20-300 300 10
G-20-600 600 20
G-20-1000 1000 20
G-20-2000 2000 50
G-20-3000 3000 100
G-20-5000 5000 200

No. PSI
G-02-30 0-30
G-02-60 0-60
G-02-100 0-100
G-02-160 0-160
G-02-200 0-200

Vacuum / Pressure
G-02-30-0-30 30-0-30




