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BANJO IBC VALVES & ACCESSORIES
IBC Valve - Van Leer

• 2" Standard Port  
Flange x 2" Male NPT

• 2" Buttress
• 2" MPT
• Santoprene Gasket

• 2" FPT Cap

• 2" Buttress
• 2" Male Adapter
• Santoprene Gasket

• 2" Cam Lever
Dust Cap

• Short arms

• 6.5" IBC with
Unvented 2" Plug

• Vented & Non-Vented bung
plugs

• 6.5" IBC with 
Vented 2" Plug

• 10" & 16" Vented Tank
Lids & Non Vented Lids

• 16" Vented Tank Lids 
w/ Center Cap

• 6.5" IBC Solid Tank Lids
(No vent)

• 6" Unvented Lid
for sprayer tanks

• 6" Vented Lid
for sprayer tanks

• Spring Loaded Vent

• 2" Male QDC   
Stubby Valve x 2"  
Female QDC

* Note: Coupling 
Gasket Not 
Included

* Note: Coupling 
Gasket Not 
Included

IBC Valve - Hoover • Tuff Tank

* Note: Flange Gasket 
Not Included, Comes 
with Tank

* Note: Flange Gasket 
Not Included,  
Comes with Tank

• 11" Polyurethane
Lanyard

Flange
No. ID x OD Outlet Port

ISO29 11⁄2" x 3" 2" MQDC 11⁄2"
VSMT208 11⁄2" x 3" 2" MPT 11⁄2"
VS20200 IBC Valve Repair Kit *

* Kit contains: 1 Ball, 2 Ball Seats,
2 PTFE Bearing gaskets, 1 PTFE Body gasket

No. Coupler Adapter Port
VFB201 2" FQDC 2" MQDC 11⁄2"

VSFB201 2" FQDC 2" MQDC 11⁄2"
2952E 2" Coupling Gasket (EPDM)
2952V 2" Coupling Gasket (Viton)

VS20200 IBC Valve Repair Kit *
* Kit contains: 1 Ball, 2 Ball Seats,

2 PTFE Bearing gaskets, 1 PTFE Body gasket

No. Mount Out Port
VSFTF202A 4 Bolts 2" MQDC 11⁄2"
VFT200GT PTFE Silicone Gasket
VS20200 IBC Valve Repair Kit *

* Kit contains: 1 Ball, 2 Ball seats,
2 PTFE Bearing gaskets, 1 PTFE Body gasket

No. Lanyard
2510 11"

No. FPT
200FPT 2"

• Center vent installs on 
the underside of lid

No. Size
TLV2 10"

No. Description
TL600 Non-Vented

No. Description
TL600C Spring Loaded Vent

No. Description
200CAPSH 2" Cam Lever Cap

No. Buttress MPT Port
TA283 2" 2" 11⁄2"

No. Buttress MPT Port
200ABT 2" 2" 11⁄2"

No. Gasket
TL650S Santoprene
TL650E EPDM

No. Gasket
TL651S Santoprene
TL651E EPDM

No. Gasket
TL652S Santoprene
TL652E EPDM

No. Description
TLA10 10" Vented Lid Assembly
TLA16 16" Vented Lid Assembly
TL101 10" Non-Vented Lid
TL16 16" Non-Vented Lid
TR10 10" Tank Ring
TR16 16" Tank Ring

No. Description
TL1625 16" Vented Lid w/Cap & Ring
TL1626 16" Non-Vented w/Cap & Ring
TL1821 Center Cap for 16" Lid

• 2" Flange x 2" Male QDC with 
Cap and Lanyard

IBC Valve - Clawson Rock

No. Description
3125 2" MPT x 3/4" FPT
3126 2" MPT Solid bung

3126VH 2" MPT with 1/8" Vent Hole
3127RE 3/4" MPT with Retainer End

3127 3/4" MPT plug

IBC POLY ACCESSORIES

POLY TANK LIDS & ACCESSORIES



184 Toll Free Phone : 1-800-649-8748     •     Toll Free Fax : 1-800-304-9144

BANJO IBC VALVES

• 2" Male NPT x V35282 
Metal Collar with Cap

• Safety Lock

• 2" Male QDC x   
V20283 Metal 
Collar

• 2" Male NPT x
V20283 Metal   
Collar with Cap

• Zinc alloy collar

• Glass filled poly
• Stainless steel bolts

• Lightweight
• Max 100 PSI @ 70° F

• Max 75 PSI @ 150°F

IBC Valve - North American • Schutz

IBC Valve - Greif • Sonobulk

IBC Valve - Mauser-Hoover

IBC Valve - Van Leer

IBC Valve - Mamor

• 2" Male QDC x  
V20280 Metal Collar 
with Cap and Lanyard

• 2" Male NPT x  
V20280 
Metal Collar

• 2" Male MPT
x V20283 
Metal Collar

• 2" Male NPT x 
V20282 Metal 
Collar with 
Cap

• 2" Male QDC x 
V20282 Metal

Collar

No. Collar Outlet Port
VSF2112A V20280 2" MQDC 11⁄2"
VSMT211 V20280 2" MPT 11⁄2"
VS20200 IBC Valve Repair Kit *

* Kit contains: 1 Ball, 2 Ball seats,
2 PTFE Bearing gaskets, 1 PTFE Body gasket
V21286GV Gasket V20280 (Viton)
V21286G Gasket V20280 (EPDM)

No. Collar Outlet Port
VSF202MRA V20283 2" MQDC 11⁄2"
VSMT202MR V20283 2" MPT 11⁄2"

VS20200 IBC Valve Repair Kit *
* Kit contains: 1 Ball, 2 Ball seats,

2 PTFE Bearing gaskets, 1 PTFE Body gasket
V20275GV Gasket V20283 (Viton)
V20275G Gasket V20283 (EPDM)

No. Collar Outlet Port
VSF2102H V20282 2" MQDC 11⁄2"
VSMT202H V20282 2" MPT 11⁄2"
VS20200 IBC Valve Repair Kit *

* Kit contains: 1 Ball, 2 Ball seats,
2 PTFE Bearing gaskets, 1 PTFE Body gasket

V20282GV Rep. Gasket V20282 (Viton)
V20282G Rep. Gasket V20282 (EPDM)

No. Collar Outlet Port
VSF204FPVLA V35282 2" MQDC 11⁄2"

VSMT204FPVLA V35282 2" MPT 11⁄2"
VS20200 IBC Valve Repair Kit *

* Kit contains: 1 Ball, 2 Ball seats,
2 PTFE Bearing gaskets, 1 PTFE Body gasket

V35282GV Gasket V35282 (Viton)
V35282G Gasket V35282 (EPDM)

No. Collar Outlet Port
VSF204 V20283 2" MQDC 11⁄2"

VSMT204A V20283 2" MPT 11⁄2"
VS20200 IBC Valve Repair Kit *

* Kit contains: 1 Ball, 2 Ball seats,
2 PTFE Bearing gaskets, 1 PTFE Body gasket

V20275GV Gasket V20283 (Viton)
V20275G Gasket V20283 (EPDM)

• 2" Male QDC x  
V20283 Metal 
Collar with Cap 
and Lanyard

• Safety Lock

• 2" Male QDC x  
V35282 Metal 
Collar with Cap

• Safety Lock
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HYPRO PTO PUMPS

HYPRO CAST IRON PUMPS  -  PORTS 11⁄2" x 11⁄4"

HYPRO POLYPROPYLENE PUMPS - PORTS 11⁄2" x 11⁄4"

• Ready for Roundup
• Cast Iron pumps come standard with

Stainless Steel wear rings

• Oil Lubricated Gear Drive
• Glass-filled Nylon Impeller

• Viton Seals - Buna-N Opt.
• Pump shaft Rotation CCW

HYPRO CAST IRON PUMPS - SPRAYER MOUNTED - PORTS 2" x 11⁄2"

HYPRO SERIES 9200 - CAST IRON PEDESTAL MOUNT PUMPS

HYPRO SERIES 9200/9500 - POLYPROPYLENE PEDESTAL PUMPS

HYPRO SERIES 9205C - CAST IRON PEDESTAL MOUNT PUMPS

* Call for replacement parts

Model Max Max Max
No. Number GPM PSI RPM Description
6785 9006C-O 117 80 540 13⁄8" PTO Hub w/Locking Collar/Clip
6786 9008C-O 110 70 1000 13⁄8" PTO Hub w/Locking Collar/Clip
6787 9016C-O 117 80 540 1" Solid Shaft
6788 9018C-O 110 70 1000 1" Solid Shaft
6789 9028C-O 110 70 1000 13⁄4" PTO Hub w/Locking Collar/Clip

Model Max Max Max
No. Number GPM PSI RPM Description
6860 9006P-O 93 80 540 13⁄8" PTO Hub w/Locking Collar/Clip
6861 9008P-O 86 70 1000 13⁄8" PTO Hub w/Locking Collar/Clip
6858 9016P-O 93 80 540 1" Solid Shaft
6859 9018P-O 86 70 1000 1" Solid Shaft

Model Max Max Max
No. Number GPM PSI RPM Description

HY9046C 9046C 180 130 540 13⁄4" 540 RPM PTO Shaft
HY9048C 9048C 178 130 1000 13⁄8" 1000 RPM PTO Shaft

Repair Kits
No. Mfg. No. Description

HYK-39 3430-0334 Buna-N Seal & O-ring Kit (Std)
HYK-50 3430-0333 Viton Seal & O-ring Kit (Opt)

Repair Kits
No. Mfg. No. Description

HYK-39 3430-0334 Buna-N Seal & O-ring Kit (Std)
HYK-50 3430-0333 Viton Seal & O-ring Kit (Opt)

Model Max Max Max Solid
No. Number GPM PSI RPM Rotation FPT Ports Shaft
6781 9202C 105 180 6000 CCW 11⁄4" x 1" 5/8"
6782 9203C 136 180 6000 CCW 11⁄2" x 11⁄4" 5/8"
6783 9203C-R 136 180 6000 CW 11⁄2" x 11⁄4" 5/8"
6761 9204C 190 80 4200 CCW 2" x 11⁄2" 5/8"

Model Max Max Max Solid
No. Number GPM PSI RPM Rotation FPT Ports Shaft
6762 9205C 190 190 4200 CCW 2" x 11⁄2" 7/8"

Repair Kits
No. Mfg. No. Description

HYK-38 3430-0332 Pump Seal Kit

Repair Kits
No. Mfg. No. Description

HYK-50 3430-0333 Pump Seal Kit

Model Max Max Max Solid
No. Number GPM PSI RPM Rotation FPT Ports Shaft
6866 9203P-S 92 80 4200 CCW 11⁄2" x 11⁄4" 7/8"
6867 9500P-S 83 80 4200 CW 11⁄2" x 11⁄4" 7/8"
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HYPRO HYDRAULIC PUMPS

• Hydraulic Motor Drive (for open center, closed center and
load-sensing systems)

• Max. Fluid temp. 140° F
• Hydraulic Ports: 1/2" NPT
• Motor: Internal gear gerotor

• Pump Seals Viton - Buna-N Opt.
• Glass-filled Nylon Impeller
• Motor Capacities: 5 GPM to 20 GPM
• Hydraulic Motor Seal: Double Lip Teflon

Hypro 9303C Series - Cast Iron Pump - 11⁄2" x 11⁄4" FPT Ports

Hypro 9303P Series - Polypropylene Pump - 11⁄2" x 11⁄4" Ports

Hypro 9304C Series - Cast Iron Pump - 2" x 11⁄2" FPT Ports

CAST IRON / POLYPROYLENE Hydraulic MOTOR PUMPS

Model Max Max Max Bypass
No. Number GPM PSI System Min. Oil Flow
6790 9303C-HM1C 114 130 Open / Closed 13 U.S. GPM
6791 9303C-HM2C 97 95 Closed 6 U.S. GPM
6792 9303C-HM3C 125 98 Large Open 20 U.S. GPM
6793 9303C-HM4C 115 93 Open / Closed 7 U.S. GPM

Repair Kits
No. Mfg. No. Description

HYK-38 3430-0332 Seal and o-ring ceramic repair kit
HYK-41 3430-0178 Motor bearing and seal kit
HYK-42 3430-0187 HM4 adapter kit

Replacement Hydraulic Motors
2500-9 2500-0009C Hydraulic motor 9309C-HM1C
2500-10 2500-0010C Hydraulic motor 9309C-HM2C
2500-11 2500-0011C Hydraulic motor 9309C-HM3C
2500-12 2500-0012C Hydraulic motor 9309C-HM4C
2500-18 2500-0018C Hydraulic motor 9309C-HM5C

Repair Kits
No. Mfg. No. Description

HYK-38 3430-0332 Seal and o-ring ceramic repair kit
HYK-41 3430-0178 Motor bearing and seal kit

Replacement Hydraulic Motors
2500-9 2500-0009C Hydraulic motor 9303P-HM1C
2500-11 2500-0011C Hydraulic motor 9303P-HM3C
2500-18 2500-0018C Hydraulic motor 9303P-HM5C

Repair Kits
No. Mfg. No. Description

HYK-43 3430-0445 Pump seal kit
HYK-41 3430-0178 Motor bearing and seal kit
HYK-42 3430-0187 HM4 adapter kit

Replacement Hydraulic Motors
2500-13 2500-0013C Hydraulic motor 9309P-HM3C
2500-14 2500-0014C Hydraulic motor 9309P-HM4C
2500-19 2500-0019C Hydraulic motor 9309P-HM1C

Model Max Max Max Bypass
No. Number GPM PSI System Min. Oil Flow
6862 9303P-HM1C 110 130 Open / Closed 13 U.S. GPM
6857 9303P-HM2C 82 95 Closed 6 U.S. GPM
6863 9303P-HM3C 110 93 Large Open 20 U.S. GPM
6864 9303P-HM4C 82 85 Open / Closed 7 U.S. GPM

Model Max Max Max Bypass
No. Number GPM PSI System Min. Oil Flow
6794 9304C-HM1C 210 115 Open / Closed 13 U.S. GPM
6795 9304C-HM3C 190 80 Large Open 20 U.S. GPM
6796 9304C-HM5C 210 140 Open / Closed 17 U.S. GPM



187www.spwarehouse.ca     •     Free Shipping On Orders Over $500

HYPRO PEDESTAL PUMPS
Hypro Cast Iron Pedestal Models with 12 Volt Clutches  - 11⁄4" x 1" & 11⁄2" x 11⁄4" Ports

Hypro 12V Clutches

• Pedestal mount
• 12 volt Heavy Duty Clutch with 5" diameter A-section pulley
• Glass filled nylon impeller
• 5/8" Shaft

• Cast Iron housing
• Rotation Choice
• Viton / Ceramic seals

NOTE: Clutch Parts
are not available
from Hypro

Hypro Polypropylene Flange Mounted Pumps - 11⁄2" x 11⁄4" Ports

Hypro 9600C Turbine Pump
• Cast body, Valox impeller, Viton Lip Seals 
• Ports 11/2", 15/16" Shaft, 1/4" Key way

• Stainless Steel Shaft
• For Tractors with 1000 RPM PTO

Model Max Max Max Body
No. Number GPM PSI RPM Rotation FPT Ports Type

*6779 9253C-C 124 80 4200 CCW 11⁄2" x 11⁄4" Cast Iron
*6780 9253C-CR 124 80 4200 CW 11⁄2" x 11⁄4" Cast Iron

Model Max Max Max Solid
No. Number GPM PSI RPM Rotation FPT Ports Shaft
6784 9600C 100 100 1200 CCW 11⁄2" x 11⁄2" 15/16"

Shaft Pulley Max Max
No. Size Type HP RPM Description

HY2526-0003 5/8" 5"-A 10 4200 9202C, 9203C, 9203C-R, 9252C
9253C-C, 9253C-CR, 9230C-SP

HY2526-0010 5/8" 5.25"-A 30 5000 9202C, 9203C, 9204C, 9203C-R, 9252C
9253C-C, 9253C-CR, 9203C-SP

HY2526-0011 7/8" 5.25"-A 30 5000 9203P, 9253P-C, 9500P-S, 9205C, 9250C-SP

Model Max Max Max
No. Number GPM PSI RPM Description
6764 9513P 90 55 3600 Flange-mounted pump designed for direct coupling to

5 HP gasoline engines, 3/4" hollow keyed 316 SS shaft
6869 9510P 90 55 3600 Flange mounted pump designed for direct coupling to

8 HP gasoline engines. Has 1" ID hollow shaft.

Repair Kits
No. Mfg. No. Description

HYK-38 3430-0332 Pump seal kit
HY2526-0003 2526-0003 Electric clutch

Repair Kits
No. Mfg. No. Description

HYK-50 3430-0333 Pump seal kit

Repair Kits
No. Mfg. No. Description

HYK-49 3430-0347 Seal & o-ring kit

* Limited quantities available
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ACE HIGH PERFORMANCE CENTRIFUGAL PUMPS
• Roundup Ready - stainless steel shaft, stainless steel  

wear ring, and thermoplastic impeller with stainless 
steel insert

• New Generation Hydraulic Motor Seal - operates at 
higher back pressures of todays tractors.

• Separate Motor and Pump Shafts - allows quick and 
easy maintenance

Cast iron straight centrifugal pump driven by a 10
GPM hydraulic motor with integral needle valve.
Maximum pressure 100 PSI at 4600 RPM and 75
GPM at open discharge.

Cast iron straight centrifugal pump driven by a
10 GPM hydraulic motor with integral 
needle valve. Maximum pressure 80 PSI at
4400 RPM and 180 GPM at open discharge.
Equipped with restrictor orifice.

Cast iron straight centrifugal pump driven by a
11 GPM hydraulic motor with integral 
needle valve. Maximum pressure 120 PSI at
5100 RPM and 200 GPM at open discharge.
Equipped with restrictor orifice.

Cast iron straight centrifugal pump driven by a
7 GPM hydraulic motor with integral 
needle valve. Maximum pressure 120 PSI at
5100 RPM and 120 GPM at open discharge.
Equipped with restrictor orifice.

Cast iron straight centrifugal pump driven by a 4
GPM hydraulic motor with integral 
needle valve. Maximum pressure 100 PSI at 4600
RPM and 75 GPM at open discharge. Equipped with
restrictor orifice.

Same as above with flanged ports. Inlet 300 stan-
dard port flange Outlet 220 full port flange

FMC-150-HYD-206

FMC-HYD-204

FMC-HYD-210

FMC-200-HYD-210

FMC-200-HYD-304

FMC-200F-HYD-304

0GPM 40GPM 60GPM 80GPM 100GPM120GPM
120PSI 116PSI 112PSI 110PSI 88PSI 53PSI
100PSI 97PSI 92PSI 84PSI 74PSI 46PSI
80PSI 75PSI 70PSI 61PSI 52PSI 20PSI
60PSI 57PSI 52PSI 43PSI 29PSI -

0GPM 15GPM 30GPM 45GPM 60GPM 75GPM
100PSI 95PSI 83PSI 55PSI 30PSI 10PSI
80PSI 75PSI 70PSI 45PSI 25PSI 5PSI
60PSI 55PSI 50PSI 35PSI 15PSI -

0GPM 60GPM 90GPM 120GPM 150GPM
80PSI 77PSI 74PSI 68PSI 58PSI
60PSI 56PSI 53PSI 47PSI 40PSI
40PSI 39PSI 34PSI 29PSI -

0GPM 40GPM 80GPM 120GPM 160GPM
120PSI 114PSI 100PSI 85PSI 65PSI
100PSI 92PSI 83PSI 68PSI 52PSI
80PSI 76PSI 68PSI 57PSI 43PSI
60PSI 56PSI 50PSI 40PSI -

0GPM 40GPM 80GPM 120GPM 160GPM
120PSI 114PSI 100PSI 85PSI 65PSI
100PSI 92PSI 83PSI 68PSI 52PSI
80PSI 76PSI 68PSI 57PSI 43PSI
60PSI 56PSI 50PSI 40PSI -

0GPM 15GPM 30GPM 45GPM 60GPM 75GPM
100PSI 95PSI 83PSI 55PSI 30PSI 10PSI
80PSI 75PSI 70PSI 45PSI 25PSI 5PSI
60PSI 55PSI 50PSI 35PSI 15PSI -

No. Ports In Out
6750 FPT 11⁄2" 11⁄4"

No. Ports In Out
6747 FPT 11⁄4" 1"

No. Ports In Out
6743 FPT 2" 11⁄2"

No. Ports In Out
6742 FPT 2" 11⁄2"

No. Ports In Out
6742F Flange 300 200

No. Ports In Out
6749 FPT 11⁄4" 1"




