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TRANSFER & GEAR PUMPS

SHURFLO AG RUNNER CHEMICAL TRANSFER PUMPS

CHEMTRAVELER PUMP

EPDM Seals - Part No. SF-1100-PTS
Viton Seals - Part No. SF-1105-PTS

Part No. SO435-825

Part No. 1602
Part No. 1604

• SF-1100 Chemical transfer pump with 12 VDC motor, 20 ft cable, alligator clips & inline fuse.
• FM-1100 electronic flow meter.
• 1" NPT x 12 ft EPDM discharge hose with ball valve / spout.
• 1" NPT x 12 ft EPDM inlet hose with elbow / ball valve / fitting assembly with locking cam arms.

2" POLYPROPYLENE TRANSFER PUMPS

PORTABLE DC GEAR PUMPS

13 GPM Motor Capacity - Part No. 9342P-HM1C-SP

16 GPM Motor Capacity - Part No. 9342P-HM5C-SP

• Hydraulic drive 5-vane impeller
• Polypropylene housing
• EPDM seals
• Max GPM: 200
• Max PSI: 60
• Ports: 2" x 2"

• 12 Volt DC motor
• 13 GPM (49.3 LPM), 15 PSI
• Includes 1" hoses, valves, battery cables, frame, nozzle, 

spout & 825 digital flow meter
• Santoprene diaphragms
• 50 lbs.

• 12 Volt (10 Amp) DC motor
• Brass construction
• 3.5 GPM (13 LPM)
• 1/2" Hose barb connections
• Pumps water, anti-freeze, diesel fuel, 

kerosene & light lube oil

• Dual voltage 12/24 Volt (16/24 Amp) 
DC motor

• Aluminum/Zytel construction
• 12V: 7 GPM (26 LPM)
• 24V: 10.5 GPM (40 LPM)
• Bypass valve
• 3/4" Hose barb connections
• Pumps gear, lube & motor oil, diesel 

fuel & kerosene
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CENTRIFUGAL & DIAPHRAGM PUMPS

Uses: Live well filling/circulation and
others not requiring a self priming pump

• 12 volt DC motor drive
• Max. Flow: 19 GPM
• Max. pressure: 7 PSI
• Ports: 3/4" NPT inlet,  3/4" NPT outlet
• Max. fluid temperature: 140° F
• Max. current draw: 5.5 amps
• Housing: bronze
• Impeller: bronze
• Weight: 6 lb./2.7 kg (approx.)

• Used for Foam Markers
& low pressure applications

• 1.30 CFM at open flow
• .81 CFM at 10 PSI
• Max. Cont. Pressure 10 PSI
• 12 VDC 1/8 H.P. Motor
• 8 Amps at rated speed

HYPRO VENT LINE KIT FOR ALL
CENTRIFUGAL PUMPS

• Prevents air lock in centrifugal pumps by 
bleeding off trapped air at top of volute 
allowing pump to prime

• Fits all centrifugal pumps with a 1/8" FPT
prime plug.

MODEL 2201-P103B-KGB 12 VDC

No. Mfg. No.
AS6871 22DI-P103-KGB

No. Mfg. No.
6856 9700B
Replacement Seal

HY19928 19928

No. Description
HY3430-0456 Vent line kit with 25' long 1/4" ID vinyl

hose, 1/8" NPT x 1/4" HB 90° nylon
elbow fitting, 1/8" NPT x 1/4" HB

straight polypropylene fitting, plastic
hose clamp & plastic cable tie

Part No. 9940-9751NRL

• Noryl, close-coupled, AC motor driven 
centrifugal pump

• Ports: 11⁄2" NPT Inlet, 11⁄2" NPT Outlet
• Max temp: 140°F (60°C)
• Max GPM: 47
• Max PSI: 30
• Noryl housing and impeller
• Motor: 3/4 hp
• Weight: 34 lbs
• Shaft seals: Viton/ceramic with 

polypropylene case

Part No. 9940-9753NRL

• Noryl, close-coupled, AC motor driven 
centrifugal pump

• Ports: 11⁄2" NPT Inlet, 11⁄2" NPT Outlet
• Max temp: 140°F (60°C)
• Max GPM: 91
• Max PSI: 35
• Noryl housing and impeller
• Motor: 11⁄2 hp
• Weight: 39 lbs
• Shaft seals: Viton/ceramic with 

polypropylene case

HYPRO NORYL CENTRIFUGAL PUMPS

HYPRO SERIES 9700B AQUA-TIGER

HYPRO VERSA-TWIN DIAPHRAGM PUMPS

GAST DIAPHRAGM PUMP

DELEVAN DIAPHRAGM PUMPS

No. Motor GPM PSI
2150P-D35DC 1/2 hp, 12 volt DC 7 100
2150P-D39DC 1/2 hp, 12 volt DC 8.3 100
2150P-D05AC 110 VAC, 60Hz AC 6.7 100
2150P-D05EU 208-230 VAC, 50Hz AC 6.7 100

• Max temp: 140°F (60°C)
• Weight: 14 to 37 lbs
• Housing: PBT Polyester

• For cottage, RV & agricultural use
• Polypropylene housing, Viton valves, 

santoprene diaphragms
• 60 PSI Max
• Max Liquid Temp: 140°F (60°C)
• Self priming 
• Capable of running dry
• 104E & 114E include 4' power cord

No. Description Motor Ports
5836-101E 3.6 GPM Demand 12 VDC 1/2" FPT
5850-101E 5.0 GPM Demand 12 VDC 1/2" FPT
5836-111E 3.6 GPM Bypass 12 VDC 1/2" FPT
5850-111E 5.0 GPM Bypass 12 VDC 1/2" FPT
5836-103E 3.6 GPM Demand 115 VAC 1/2" FPT
5850-113E 5.0 GPM Bypass 115 VAC 1/2" FPT
5836-104C 3.6 GPM Demand 115 VAC 1/2" FPT
5850-104E 5.0 GPM Demand 115 VAC 1/2" FPT
5850-114E 5.0 GPM Bypass 115 VAC 1/2" FPT
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SHURFLO 115 VAC DEMAND PUMPS
• Self priming up to 8 vertical feet (2.4m)
• Chemical resistant materials
• Can run dry without damage
• Built-in check valve
• UL/CUL recognized components

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump
1.5 GPM open flow, EPDM valves, Santoprene
diaphragm, 60 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

High Pressure Pump
1.6 GPM open flow, Viton valves, Santoprene
diaphragm, 100 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump
1.4 GPM open flow, Viton valves, Santoprene
diaphragm, 60 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

Transfer Pump
1.4 GPM open flow, Buna valves, Geolast
diaphragm, 60 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

High Pressure Pump
1.4 GPM open flow, EPDM valves, Santoprene
diaphragm, 100 PSI demand switch.

115 VAC AUTOMATIC
DEMAND/BYPASS PUMP

Standard Pump w/ Bypass
1.5 GPM open flow, EPDM valves, Santoprene
diaphragm, 60 PSI demand switch w/ 4 psi
internal bypass.

115 VAC AUTOMATIC DEMAND PUMP

All Viton Pump
1.0 GPM open flow, Viton valves, Viton
diaphragm, 60 PSI demand switch.

115 VAC AUTOMATIC
DEMAND/BYPASS PUMP

High Pressure Pump w/ Bypass
1.4 GPM open flow, Viton valves, Santoprene
diaphragm, 100 PSI demand switch w/ 80 PSI
internal bypass.

115 VAC AUTOMATIC DEMAND PUMP

High Pressure Pump
1.6 GPM open flow, EPDM valves, Santoprene
diaphragm, 100 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

150 PSI High Pressure Pump
1.4 GPM open flow, Viton valves, Santoprene
diaphragm, 150 PSI demand switch.

SHURflo 115 VAC 8000 & 8005 Series demand pumps provide the same reliability as the 12 VDC
version, with flow rates up to 1.6 GPM (6.1 l/min). They are ideal in industrial applications that
require high pressure, with low amp draw. They can be mounted in any position, are compact, and
are designed for easy maintenance. 

No. Ports
8005-233-236 3/8" FPT

No. Ports
8000-533-236 3/8" FPT

No. Ports
8005-733-255 3/8" FPT
8005-733-155 1/2" MPT

No. Ports
8000-633-236 3/8" FPT

No. Ports
8000-033-236 3/8" FPT

No. Ports
8000-713-238 3/8" FPT

No. Ports
8000-813-238 3/8" FPT

No. Ports
8000-912-288 3/8" FPT

No. Ports
8000-813-288 3/8" FPT

No. Ports
8030-863-239 3/8" FPT

PSI GPM Amps
20 1.26 0.47
40 1.07 0.57
60 0.94 0.66

PSI GPM Amps
20 1.15 0.46
40 0.97 0.55
60 0.85 0.64

PSI GPM Amps
20 1.29 0.40
40 0.67 0.49
60 0.05 0.54

PSI GPM Amps
20 1.15 0.46
40 0.97 0.55
60 0.85 0.64

PSI GPM Amps
20 0.89 0.40
40 0.76 0.48
60 0.64 0.54

PSI GPM Amps
20 1.19 0.41
60 0.93 0.56
100 0.51 0.68

PSI GPM Amps
20 1.30 0.49
60 1.04 0.68
100 0.87 0.84

PSI GPM Amps
20 1.29 0.43
60 1.05 0.63
100 0.50 0.82

PSI GPM Amps
20 1.26 0.51
40 1.11 0.61
60 1.00 0.70
100 0.85 0.85

PSI GPM Amps
20 1.24 0.45
60 1.04 0.66
120 0.77 0.92
150 0.63 1.00

PUMP TYPES - 12 / 115 VOLT

DEMAND PUMP - Has a high and low 
pressure switch on pump. Use with a pressure
relief valve to prevent cycling on low demands.

BYPASS PUMP - Runs continuously bypassing 
excess volume over a preset pressure.

STANDARD PUMP - No pressure switch or 
bypass. Used on Foam Markers or other 
applications were pump can not be overloaded.

BYPASS/DEMAND PUMP - Has a high and low 
pressure switch on pump and a internal bypass 
to prevent cycling when useage is less than 
pump flow.
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SHURFLO 115 VAC DEMAND PUMPS

No. Ports
8025-213-236 3/8" FPT

No. Ports
8025-213-256 3/8" FPT

No. Ports
8025-733-256 3/8" FPT

No. Ports
8020-513-236 3/8" FPT

No. Ports
8020-833-238 3/8" FPT

No. Ports
8020-503-250 3/8" FPT

No. Ports
8020-822-299 3/8" FPT

No. Ports
8020-832-288 3/8" FPT

No. Ports
2088-594-144 1/2" MPT

No. Ports
2088-394-144 1/2" MPT

No. Ports
3000-100 3/8" FPT

• Self priming up to 8 vertical feet (2.4m)
• Chemical resistant materials
• Can run dry without damage
• Built-in check valve
• 6' power cord (1.8m)
• CUL Listed
• UL Listed

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump with 6' Power Cord
1.4 GPM open flow, EPDM valves, Santoprene
diaphragm, 60 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump with 6' Power Cord
1.7 GPM open flow, EPDM valves, Santoprene
diaphragm, 60 PSI demand switch, w/ 45 PSI
internal bypass.

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump with 6' Power Cord
1.5 GPM open flow, Viton valves, Santoprene
diaphragm, 60 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

Standard Bypass Pump with 6' Power Cord
1.6 GPM open flow, EPDM valves, Santoprene
diaphragm, 60 PSI demand switch, w/ 45 PSI
internal bypass.

115 VAC AUTOMATIC DEMAND PUMP

High Pressure Pump with 6' Power Cord
1.5 GPM open flow, Viton valves, Santoprene
diaphragm, 100 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump with 6' Power Cord
3.0 GPM open flow, Viton valves, Santoprene
diaphragm, 45 PSI demand switch.

SHURflo 8000 & 2088 Series demand pumps provide the same reliability as the 12 VDC version,

with flow rates up to 24 GPM. They are ideal in industrial applications that require high pressure,

with low amp draw. They can be mounted in any position, are compact, and are designed for easy

maintenance. 

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump with 6' Power Cord
3.0 GPM open flow, Santoprene valves,
Santoprene diaphragm, 45 PSI demand switch.

115 VAC BYPASS PUMP

High Pressure Bypass Pump 
with 6' Power Cord
1.4 GPM open flow, Viton valves, Santoprene
diaphragm, 100 PSI demand switch w/ 80 PSI
internal bypass.

115 VAC BYPASS PUMP

Externally Adjustable Bypass Pump 
with 6’ Power Cord
1.1 GPM open flow, Viton valves, Santoprene
diaphragm, Externally adjustable bypass.

115 VAC BYPASS PUMP

Standard Bypass Pump with 6' Power Cord
1.5 GPM open flow, Viton valves, Santoprene
diaphragm, 45 PSI internal bypass.

FLEXIBLE VANE IMPELLER PUMP

• Used for pumping water, changing oil in  

equipment vehicles & boats

• Self priming up to 71⁄2" vertical feet (2.3 m)

• Maximum head of 23 feet (10 PSI) (.7 bar)

• Liquid temps from 40°F(5°C) to 185°F(85°C)  

• Thermal overload protection

• Stainless steel shaft

• Buna-N impeller and lip seal

• Dual Ports (3/8" FPT x 3/4" MGHT)

115 VAC IMPELLER PUMP

Standard
Flex-vane Standard 115 VAC pump with 6"
power cord.

PSI GPM Amps
20 1.26 0.40
40 1.08 0.49
50 0.96 0.54
60 0.92 0.57

PSI GPM Amps
20 1.32 0.45
40 1.14 0.58
60 1.07 0.70
100 0.91 0.95

PSI GPM Amps
10 2.4 0.55
20 2.2 0.60
30 1.9 0.65
40 1.6 0.70

PSI GPM Amps
10 2.4 0.55
20 2.2 0.60
30 1.9 0.65
40 1.6 0.70

PSI GPM Amps
20 1.15 0.51
50 0.90 0.65
60 0.84 0.70

PSI GPM Amps
10 1.47 0.41
40 0.77 0.58
50 0.14 0.61

PSI GPM Amps
20 1.52 0.44
40 0.86 0.54
60 0.03 0.61

PSI GPM Amps
20 1.14 0.45
60 0.92 0.63
80 0.80 0.70

PSI GPM Amps
0 3.8 0.68
5 3.4 0.74
10 2.5 0.77

PSI GPM Amps
20 1.14 0.45
40 1.00 0.54
100 0.48 0.78

PSI GPM Amps
10 1.4 0.33
40 0.8 0.56
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SHURFLO 115 VAC BYPASS PUMPS
• Self priming up to 8 vertical feet (2.4m)

• Chemical resistant materials

• Can run dry without damage

115 VAC BYPASS PUMP

Standard Bypass Pump
1.4 GPM open flow, EPDM valves, Santoprene
diaphragm, 45 PSI demand switch.

115 VAC BYPASS PUMP

Standard Bypass Pump
1.4 GPM open flow, Viton valves, Santoprene
diaphragm, 45 PSI internal bypass.

115 VAC BYPASS PUMP

High Pressure Bypass Pump
1.4 GPM open flow, Viton valves, Santoprene
diaphragm, 100 PSI internal bypass.

115 VAC BYPASS PUMP

High Pressure Bypass Pump 
1.3 GPM open flow, Viton valves, Santoprene
diaphragm, 100 PSI demand switch w/ 80 PSI
internal bypass.

Shurflo 8000 Series diaphragm pump is shurflo’s most widely used industrial pump. With it’s 

spherically shaped valves and internal bypass these pumps are the pump of choice for 

applications requiring consistent, dependable operation and priming. These 115 VAC pumps 

deliver up to 1.4 GPM (5.3 l/min). Pumps can be mounted in any position and are designed for

easy maintenance. 

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump
3.2 GPM open flow, Viton valves, Santoprene
diaphragm, 45 PSI demand switch.

115 VAC AUTOMATIC DEMAND PUMP

Standard Pump
3.3 GPM open flow, Santoprene valves,
Santoprene diaphragm, 45 PSI demand switch.

FLOJET - 12 VOLT PUMPS

PVC FEMALE SWIVEL
ADAPTERS

FLOJET FITTINGS FOR
QUAD PORTS

PVC FEMALE SWIVEL
ELBOW ADAPTERS

SHURFLO SWIVEL
PUMP FITTINGS

No. Ports
8000-933-250 3/8" FPT

No. Ports
8000-533-250 3/8" FPT

No. Ports
8000-812-280 3/8" FPT

No. Ports
2088-394-154 1/2" MPT

No. Ports
2088-594-154 1/2" MPT

No. Ports
8000-812-288 3/8" FPT

PSI GPM Amps
10 1.36 0.34
40 0.65 0.51
50 0.19 0.54

PSI GPM Amps
20 1.13 0.39
60 0.94 0.55
100 0.60 0.67

PSI GPM Amps
10 1.36 0.34
40 0.65 0.51
50 0.19 0.54

PSI GPM Amps
60 0.97 0.61
80 0.81 0.69
100 0.38 0.77

PSI GPM Amps
10 2.71 0.65
20 2.41 0.77
30 2.10 0.89
40 1.84 0.98

PSI GPM Amps
10 2.60 0.58
20 2.34 0.67
30 2.08 0.76
40 1.85 0.85

No. FPT HB
5430 1/2" 1/4"
5431 1/2" 3/8"
5432 1/2" 1/2"

No. FPT HB
5434 1/2" 1/4"
5435 1/2" 3/8"
5436 1/2" 1/2"

No. Type Size
5424 Straight 1/2" HB
5425 Straight 3/4" HB
5428 Elbow 1/2" HB
5429 Elbow 3/4" HB

No. 6825-1 2100-573 6825-2
Description Standard Industrial High Volume

Mfg. No 2100-647 2100-573 4300-504
US GPM 1 2 5
Max. PSI 50 50 35-45

Ports 3/8" FPT 3/8" FPT 3/4" HB
Max. Temp. 130°F (54°C) 130°F (54°C) 130°F (54°C)
Max. Amps 8 8 12

Valve Material Santoprene Santoprene Viton
Diaphragm Material Santoprene Santoprene Santoprene
Pump Body Material Polypropylene Polypropylene Polypropylene

6825-1 2100-573 6825-2



205www.spwarehouse.ca     •     Free Shipping On Orders Over $500

SHURFLO 12 VDC DEMAND PUMPS

12 VDC AUTOMATIC DEMAND PUMPS WITH ELECTRIC PACKAGE

• Self priming up to 8 feet [2.4m]

• Chemical resistant materials

• Designed for heavy duty spraying and 

fluid transfer applications.

• Can run dry without damage

• Built in check valve

12 VDC AUTOMATIC DEMAND PUMP

Standard Pump
1.8 GPM open flow, EPDM valves, Santoprene
diaphragm, 60 PSI demand switch.

12 VDC AUTOMATIC DEMAND PUMP

Lawn and Garden Pump
25 Gallon tank or less, 1.0 GPM open flow,
Viton valves, Santoprene diaphragm, 60 PSI
Demand Switch.

12 VDC AUTOMATIC DEMAND PUMP

Transfer Pump
1.8 GPM open flow, Buna valves, Geolast
diaphragm, 60 PSI demand switch.

12 VDC AUTOMATIC DEMAND PUMP

High Pressure Pump
1.7 GPM open flow, EPDM valves, Santoprene
diaphragm, 100 PSI demand switch.

12 VDC AUTOMATIC DEMAND PUMP

Standard Pump
1.4 GPM open flow, Viton valves, Santoprene
diaphragm, 60 PSI demand switch.

12 VDC AUTOMATIC DEMAND PUMP

All Viton Pump
1.2 GPM open flow, all Viton elastomers, 60
PSI demand switch.

12 VDC AUTOMATIC DEMAND PUMP

High Pressure Pump
1.6 GPM open flow, Viton valves, Santoprene
diaphragm, 100 PSI demand switch.

12 VDC AUTOMATIC DEMAND PUMP

Standard Pump w/ Reversed Pump Head
1.8 GPM open flow, Viton valves, Santoprene
diaphragm, 60 PSI demand switch.

12 VDC AUTOMATIC DEMAND PUMP

150 PSI High Pressure Pump
1.5 GPM open flow, Viton valves, Santoprene
diaphragm, 150 PSI demand switch.

The 8000 Series diaphragm pump is SHURflo’s most widely used agriculture & 

industrial pump. Viton valve material assures maximum chemical resistance. The unique conical

valve design delivers high flow rates at maximum discharge pressures, making the 8000 the pump

of choice for sprayers used on the farm or around the yard. 

8000 SERIES DIAPHRAGM 12 VDC AUTOMATIC DEMAND PUMPS

Demand Pump w/ Electrical Package
1.0 GPM open flow, Viton valves, Santoprene
diaphragm, 60 PSI demand switch, w/ Elect.
Pkg., w/Manual On/Off Switch 2 Pin Connector.

Demand Pump w/ Electrical Package
1.8 GPM open flow, Viton valves, Santoprene
diaphragm, 60 PSI demand switch, w/ Elect.
Pkg., w/Manual On/Off Switch 2 Pin Connector.

Demand Pump w/ Electrical Package
1.8 GPM open flow, Viton valves, Santoprene
diaphragm, 60 PSI demand switch, w/ Elect.
Pkg., w/Manual On/Off Switch 2 Pin Connector
and Fuse.

No. Ports
8000-443-236 3/8" FPT
8000-443-136 1/2" MPT

No. Ports
8000-643-236 3/8" FPT

No. Ports
8000-343-236 3/8" FPT

No. Ports
8030-813-239 3/8" FPT

No. Ports
8002-793-238 3/8" FPT

No. Ports
8006-543-236 3/8" FPT

No. Ports
8007-591-236 3/8" FPT

No. Ports
8000-541-236 3/8" FPT

No. Ports
8000-543-238 3/8" FPT
8000-543-138 1/2" MPT

No. Ports
8000-543-236 3/8" FPT
8000-543-136 1/2" MPT

PSI GPM Amps
20 1.57 4.2
40 1.38 5.6
60 1.23 7.2

PSI GPM Amps
20 1.44 4.1
40 1.33 5.4
60 1.22 6.8

PSI GPM Amps
20 0.93 3.9
40 0.84 4.9
60 0.76 5.8

PSI GPM Amps
20 1.45 4.2
40 1.31 5.6
60 1.22 6.5
100 0.96 8.7

PSI GPM Amps
20 1.61 4.4
40 1.45 5.7
60 1.35 7.0
100 1.15 9.3

PSI GPM Amps
20 1.43 6.8
40 1.20 9.1
100 1.10 10.1
150 0.83 12.0

PSI GPM Amps
20 1.26 5.0
40 1.14 6.2
60 1.02 7.3

PSI GPM Amps
10 1.16 1.06
30 0.64 1.39
50 0.14 1.67

PSI GPM Amps
20 1.26 5.0
40 1.14 6.2
60 1.02 7.3

PSI GPM Amps
20 0.79 2.3
40 0.70 3.2
60 0.62 3.8

PSI GPM Amps
20 1.52 1.40
40 1.40 1.88
60 1.30 2.32
100 1.10 3.10

No. Ports
8007-593-836 3/8" FPT

PSI GPM Amps
20 1.65 1.70
40 1.52 2.20
60 1.41 2.55
100 1.22 3.30

No. Ports
8007-543-836 3/8" FPT
















