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CONE-JET ADJUSTABLE NOZZLES

FOR CAPACITIES
FROM 0.097 TO 1.4

GPM
€ Provides adjustable  

spray from solid   
stream to a hollow 
cone pattern

€ Made of polypropylene material for 
excellent chemical resistance

€ Fits any 11/169-16 TeeJet male thread bodies

€ 30° offset from horizontal incorporated into
main tip body

5500 CONEJET
POLYPROPYLENE

€ Knurled body for easy
adjustment

€ 1/2 Turn adjusts from
fine spray to straight 
stream

€ 11/16Ž Nozzle Thread

5500 CONEJET
BRASS

€ Knurled body for easy
adjustment

€ 1/2 Turn adjusts from
fine spray to straight 
stream

€ 11/16Ž Nozzle Thread

No. Mfg. No.
4332 38720-PP-X8
4333 38720-PP-X12
4334 38720-PP-X18
4313 38720-PP-X26

No. Mfg. No.
4338P 5500-PBX-3
4340P 5500-PBX-5
4341P 5500-PBX-6
4335P 5500-PBX-8
4343P 5500-PBX-12
4328P 5500-PBX-18

No. Mfg. No.
4336 5500-X1
4337 5500-X2
4338 5500-X3
4339 5500-X4
4340 5500-X5
4341 5500-X6
4335 5500-X8
4342 5500-X10
4343 5500-X12
4344 5500-X14
4328 5500-X18
4367 5500-X22
4370 5500-X26
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QUICK TEEJET WET BOOM NOZZLE SYSTEMS

TWIST LOCK 45°
NOZZLE BODY

• Automatic tip align

TWIST LOCK NOZZLE
BODY

• Automatic tip alignment
• Max. 300 PSI
• Nylon const.

TWIST LOCK TRIPLE
JET

• Three nozzle swivel head
• Shut off position provided
• Automatic tip alignment
• Non drip shut off
• Max. 150 PSI
• 3/8" boom hole required

TWIST LOCK NOZZLE BODY
• Automatic tip alignment
• Max. 300 PSI
• Nylon construction

TWIST LOCK DIAPHRAGM
CHECK VALVE NOZZLE

BODY

• Automatic tip alignment
• Non drip shut off
• Max. 300 PSI
• Nylon construction

TWIST LOCK DIAPHRAGM
CHECK VALVE NOZZLE BODY

SIDE MOUNT
• Automatic tip alignment
• Non drip shut off
• Max. 300 PSI
• Nylon construction

RETROFIT NOZZLE BODIES
TWIST LOCK RETROFIT

NOZZLE BODY
• Threads on to standard nozzle body
• Automatic tip alignment
• Max. 300 PSI
• Nylon construction

TWIST LOCK DIAPHRAGM
CHECK VALVE RETROFIT

NOZZLE BODY
• Threads to standard nozzle body 
• Automatic tip alignment
• Non drip shut off
• Max. 300 PSI
• Nylon

TWIST LOCK 
NOZZLE BODY

• Automatic tip alignment
• Max. 300 PSI
• Nylon construction
• 3/8" boom hole

SIDE MOUNT TWIST
LOCK DIAPHRAGM

CHECK VALVE
NOZZLE BODY

• Prevents body damage
• Minimizes nozzle clogging
• Automatic tip alignment
• Drip free shut off 
• Max. 300 PSI  
• Nylon construction
• 3/8" boom hole required.

TWIST LOCK
DIAPHRAGM

CHECK VALVE
NOZZLE BODY

• Automatic tip alignment
• Drip free shut off 
• Max. 300 PSI
• Nylon construction
• Boom hole 3/8"

TWIST LOCK TRIPLE JET
• Three nozzle swivel head
• Shut off position provided
• Automatic tip alignment
• Non drip shut off
• Max. 150 PSI
• 3/8" boom hole required.

• Positive shut-off between each spray position.
• Maximum operating pressure of 300 psi.
• Includes ChemSaver® diaphragm check valve for drip-free shutoff. 

10 PSI Cap Standard.
• EPDM diaphragm Standard with Viton available.

THREE NOZZLE
DIAPHRAGM

CHECK VALVE
NOZZLE BODY

FOUR NOZZLE
DIAPHRAGM

CHECK VALVE
NOZZLE BODY

FIVE NOZZLE
DIAPHRAGM

CHECK VALVE
NOZZLE BODY

QJ363

QJ17560

QJ22187

QJ8360

24231-NYB

QJ1/4TT

QJ1/4T

QJ7421

QJ8355

22674

QJ364
Purchase Caps and
Gaskets separately.

Purchase Caps and
Gaskets separately. Purchase Caps and

Gaskets separately.

TEEJET CHEMSAVER REPLACEMENT PRESSURE CAPS

No. Mfg. No. Description
2611-2-N 21950-2-NYB 2 PSI Pressure Cap
2611-8-N 21950-8-NYB 8 PSI Pressure Cap
2611-10-N 21950-10-NYB 10 PSI Pressure Cap
2611-20-N 21950-20-NYB 20 PSI Pressure Cap
2611-30-N 21950-30-NYB 30 PSI Pressure Cap

No. Nozzles Pipe Size
5861 3 3/4"
5862 3 1"

No. Nozzles Pipe Size
5863 4 3/4"
5864 4 1"

No. Nozzles Pipe Size
5870 5 3/4"
5871 5 1"

No. Pipe Size
5633 1/2"
5634 3/4"
5635 1"

No. Pipe Size
5663 1/2"
5664 3/4"
5665 1"

No. Pipe Size
5630 1/2"
5631 3/4"
5632 1"

No. Pipe Size
5720 1/2"
5721 3/4"
5722 1"

No. Boom Connection
5666 1/4" MPT

No. Boom Connection
5669 1/4" MPT

No. Boom Connection
5699 1/4" MPT

No. Boom Connection
5670 1/4" FPT

No. Boom Connection
5667 1/8" FPT
5668 1/4" FPT

No. Boom Connection
5613 1/4" MPT

No. Boom Connection
5671 11/16" FNT

No. Boom Connection
5672 11/16" FNT
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QUICK TEEJET DRY BOOM NOZZLE SYSTEMS

VARI-SPACING
CLAMPS
- ROUND

VARI-SPACING
CLAMPS

- SQUARE

TWIST LOCK
NOZZLE BODIES

• Self aligning tips
Purchase Caps & Gaskets separately.

TWIST LOCK DIAPHRAGM CHECK
VALVE NOZZLE BODIES

• Automatic tip alignment
• Drip free shut off
• Max. 300 PSI 
• Nylon construction

Purchase Caps & Gaskets separately.

TWIST LOCK TRIPLE NOZZLE BODY
WITH DIAPHRAGM CHECK VALVE

• Three nozzle swival head 
• Shut off position provided 
• Automatic tip alignment 
• Non drip shut off 
• Max. 125 PSI 
• Nylon construction.

Purchase Caps & Gaskets separately.

THREE
NOZZLE

DIAPHRAGM
CHECK VALVE
NOZZLE BODY

Purchase Caps &
Gaskets separately.

FOUR
NOZZLE

DIAPHRAGM
CHECK VALVE
NOZZLE BODY

Purchase Caps &
Gaskets separately.

FIVE
NOZZLE

DIAPHRAGM
CHECK VALVE
NOZZLE BODY

Purchase Caps &
Gaskets separately.

304 STAINLESS STEEL

WILGER
SQUARE
CLAMP

• High reach for improved nozzle protection
• Standard 5/8" square mount
• Plated metal

TWIST LOCK
DIAPHRAGM CHECK VALVE 

NOZZLE BODIES
• Low profile design 
• Automatic tip alignment      
• Drip free shut off 
• Max. 300 PSI 
• Nylon construction

Purchase Caps & Gaskets separately.

No. Hole
L T Size

5852L 5852 1/2"
5853L 5853 3/4"
5854L 5854 1"

No. Hole
L T Size

5614 5618 1/2"
5615 5619 3/4"

No. Hole
L T Size

5855L 5855 1/2"
5856L 5856 3/4"
5857L 5857 1"

No. Hole
L T Cross Size

5679 5682 5685 3/8"
5680 5683 5686 1/2"
5681 5684 5687 3/4"

No. Hole
L T Cross Size

5688 5691 5694 3/8"
5689 5692 5695 1/2"
5690 5693 5696 3/4"

No. Hole
L T Size

5858L 5858 1/2"
5859L 5859 3/4"
5860L 5860 1"

No. Hole
L T Size

5673 5676 3/8"
5674 5677 1/2"
5675 5678 3/4"

No. Size
5586 3/4"
5587 1"
5588 11⁄4"
5589 11⁄2"

No. Size
5586SS 3/4"
5587SS 1"
5588SS 11⁄4"
5589SS 11⁄2"

No. Pipe Size Tube Size
5580 1/2" 7/8"
5581 3/4" 1"
5582 1" 11⁄4"
5583 11⁄4" 15⁄8"

No. Dry Boom Size
6652 3/4" to 11⁄4"
6653 11⁄2" to 2"
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WET & DRY NOZZLE SYSTEMS

POLY NOZZLE FITTINGS
(Comes with locknut)

NYLON NOZZLE FITTINGS
(Comes with locknut)

DRY BOOM
EEZIFIT

NOZZLE BODIES
• Self aligns tip
• 1⁄4 turn on/off twist lock

caps
• Non drip module opt.

Purchase cap, gasket & clamp separate.

EEZIFIT CLAMPS

EEZIFIT WET BOOM
NOZZLE BODIES

FOR TWIST LOCK CAPS
3/8" Boom Hole Size

EEZIFIT WET BOOM
NOZZLE BODY BOOM

CLAMPS 
For above

nozzle bodies.

ROUND NOZZLE CLAMPS

For standard dry boom assembly

NOZZLE BODY
LOCKNUTS

3

1

2

4

SQUARE NOZZLE CLAMPS

For standard dry boom assembly

TEEJET
NOZZLE BODIES

• For wet booms
• Mounts on 3/8" hole
• Rated 250 psi
• Fits tube or pipe size shown
• 11/16" nozzle thread

Available in brass and stainless steel.

GREAT NORTHERN 
NOZZLE BODIES FOR

GALVANIZED FOLDING
BOOMS TWIST LOCK

UNI-JET
NOTE: Locking groove is on 
body, not cap

TEEJET
NOZZLE BODIES

• For wet booms
• Mounts on 5/16" hole
• Rated 150 psi
• Nylon construction
• 11/16" Nozzle thread

RAPIDFIT NOZZLE PARTS

RETROFIT GASKET WASHER
Allows mounting of standard nozzle bodies
requiring a 3/8” nozzle hole to booms 
predrilled to a larger size
For use on Great Northern or Golden arrow
booms with predrilled 9/16" or 11/16" nozzle
hole. 
See illustrations

*Requires one per nozzle

No. Mfg. No. Type Size
5783 7421-3/4-T Brass 3/4"
5784 7421-1-T Brass 1"
5785 7421-3/4T-NYB Nylon 3/4"
5786 7421-1T-NYB Nylon 1"

5783-SS 7421SS-3/4T-SS SS 3/4"
5784-SS 7421SS-1T-SS SS 1"

5796 Replacement Gasket

Ref. No. Description
4 5715 Long Body
3 5717 Seal

Ref. No. Description
2 5708 For 1/2" Pipe
2 5709 For 3/4" Pipe
2 5710 For 1" Pipe
1 5711 Screw

No. Pipe Size
5610 1/2"
5611 3/4"
5612 1"

Ref No. No. Description
3 5731 1" Top Clamp
4 5735 Viton O-Ring
9 5734 Sealing Gasket
11 5725 Non-drip Module
13 5726 Diaphragm
14 5727 Pressure Disc Asmbly.
15 5702 Orange Cap
15 5703 Red Cap
15 5713 1/2" Round Hue Cap
15 5714 Blanking Cap
15 5716 1/4" MPT Cap con.
15 5719 Blue Dribble Cap

No. Ref. No. Pipe Size
5770 402152 3/4"

Parts For Above
5764 Cap Gasket
2653 Pressure Cap Assembly

No. Hose
L T Barb

5759 5755 3/8"
5760 5756 1/2"
5761 5757 3/4"

No. I.D.
Round Square Size

5751 - 3/4"
5752 5747 1"
5753 5748 11⁄4"
5754 5749 11⁄2"
5745 Wingnut

Hose No.
Size L T Straight Cross
3/8" 5808P 5812P 5820P 5816P
1/2" 5809P 5813P 5821P 5817P
5/8" 5822P 5819P - -
3/4" 5810P 5814P - 5818P

Hose No.
Size L T Straight Cross
3/8" 5808 5812 5820 5816
1/2" 5809 5813 5821 5817
5/8" 5822 - - -
3/4" 5810 5814 - 5818
1" 5811 5815 - -

No. Pipe Size Tube Size
5828 1/2" 7/8"
5825 3/4" 1"
5827 1" 11⁄4"

No. Size
5833 1"
5834 11⁄4"

No. Description
5738 Retrofit Gasket

No. Type
5823 Nylon

5823P Poly
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TEEJET NOZZLE SYSTEMS

TIP PLUGS

PLUG CAPS

• Plug Caps are used to 
temporarily shut off selected   
nozzles. 

• 11/16" nozzle thread

NOZZLE CAPS
• 11⁄16" Nozzle thread

NOZZLE
PLUG VALVE

• Control individual nozzles
• 1/4 turn on/off 
• 400 PSI
• Brass/Celcon handle

STAINLESS POLY NYLON
STEEL

WING NUT
NYLON

NOZZLE ADAPTERS

• 11⁄16" Nozzle Thread. 

TEEJET NOZZLE ADAPTERS
Replaces spray tip to attach

drop pipes or extensions.

*Use for ceramic disk & core

• Excellent for airblast sprayers
• Positive shutoff at 90° from on position.
• Max. 500 PSI
• Brass Construction

TEEJET ROLLOVER NOZZLE BODIES

#39600 MULTI POSIITION VALVE

• Quick hand-indexing of 10 positions.
• Designed to work with all Quick TeeJet

caps, tip strainers and nozzles.
• Built-in manual shutoff to stop liquid flow

to the nozzle.
• Maximum operating pressure of 10

bar/150 PSI.
• TeeJet ChemSaver® for drip-free shutoff.
• Most commonly used on vertical booms in

orchard and vineyard applications.

TEEJET NOZZLE BODIES

• 11/16" Nozzle Thread

TEEJET NOZZLE BODIES

• 11/16" Nozzle Thread

GREAT NORTHERN

Typical Assembly with
Ceramic Disc and Core

4514-NY
Slotted
Strainer

CP20230
Quick

TeeJet Cap

Core Disc

Indexing Positions

No. Mfg. No. Description
*5605 39600 Multi-position valve

No. Material MPT
5794 Nylon 1/8"
5795 Nylon 1/4"

5795P Poly 1/4"
5792 Brass 1/8"
5793 Brass 1/4"
5797 Brass 3/8"
5798 Brass 1/2"

5793SS Stainless Steel 1/4"

No. Material FPT
5837B Brass 1/8"

5837SS Stainless Steel 1/8"
5805 Nylon 1/4"

5805B Brass 1/4"
5805SS Stainless Steel 1/4"
5838B Brass 3/8"

5838SS Stainless Steel 3/8"
5838B-1 Brass 1/2"

5838SS-1 Stainless Steel 1/2"
5838B-2 Brass 3/4"

5838SS-2 Stainless Steel 3/4"

No. Material FPT
5746 Nylon 1/4"
5741 Brass 1/8"
5742 Brass 1/4"
5743 Brass 3/8"
5744 Brass 1/2"

5742SS Stainless Steel 1/4"

No. Material HB
5802 Nylon 1/4"

5802P Poly 1/4"
5802B Brass 1/4"

5802SS Stainless Steel 1/4"
5803 Nylon 3/8"

5803P Poly 3/8"
5803B Brass 3/8"

5803SS Stainless Steel 3/8"
5804 Nylon 1/2"

5804P Poly 1/2"
5804B Brass 1/2"

5804SS Stainless Steel 1/2"

No. Connection
7427 1/8"(F) x 1/8"(F)
7426 1/4"(F) x 1/4"(F)
7428 1/4"(M) x 11/16"-16(M)
7429 1/4"(F) x 11/16"-16(M)
7430 1/4"(M) x 1/4"(F)
7431 1/4"(F) x 1/4"(M)

No. Outlet Material
4314 1/8" FPT Brass

4314SS 1/8" FPT Stainless Steel
4315 1/8" MPT Brass

No. Material
5824 Nylon

5824P Poly
5787 Brass

5787-L Brass Ex. Long
5787-SS Stainless Steel

5826 Winged Cap Nylon

No. Description
4290 Nylon Plug Cap

No. Mfg. No. Inlet
5609-4 23830 11-16"-16
5609-5 23830-1/4M 1/4" MPT
5609-6 23830-1/4F 1/4" FPT

No. Mfg. No. Inlet
5609-1 23831 11-16"-16
5609-2 23831-1/4M 1/4" MPT
5609-3 23831-1/4F 1/4" FPT

No. Description
4288 Stainless Steel
4289 Brass No. Description

5832 Saddle Washer

* Limited quantities available

NOZZLE HOSE BARB
ADAPTERS

Fits nozzle caps with 1⁄2"

round hole.
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TEEJET CHEMSAVER NOZZLE BODIES

CHEMSAVER DIAPHRAGM CHECK VALVE NOZZLE BODY
• Eliminates pressure drop associated with ball type check valves
• Spring-backed diaphragm ensures dependable closure
• Max. 125 PSI

PIPE THREAD OUTLET

11/16" MALE THREAD OUTLET

CHEMSAVER REPLACEMENT PARTS

TYPE 8355 CHEMSAVER
• Nylon and Polypropylene

Construction
• Opens at 10 PSI Pressure
• For Flow Rates to 21⁄2 GPM
• Overall Length 23⁄4"
• Available in 1/8" and 1/4" FPT

Connection
• 11/16" Nozzle Thread

TYPE 4664B CHEMSAVER
• Available in brass or aluminum
• Stainless steel valve and seat
• Opens at 7 PSI pressure.
• For flow rates to 11⁄2 GPM
• Overall length 25⁄16"
• Weight: Brass 3oz; 

Aluminum 1 oz.
• 11/16" Nozzle thread x 1/8" FPT

Connection

TYPE 8360 
CHEMSAVER

• Nylon and Polypropylene 
construction

• Opens at 10 PSI 
pressure

• For flow rates to 2 GPM
• Overall length 2"
• 11/16" Nozzle Thread

TYPE 4666B 
CHEMSAVER

• Brass construction
• Opens at 7 PSI pressure
• For flow rates to 11⁄2 GPM
• Overall length 1-5/16"
• 1/8" FPT Inlet and Outlet

TYPE 10742A
CHEMSAVER

• Choic of brass or 
aluminum

• Opens at 7 PSI pressure
• For flow rates to 2 GPM
• 1/4" MPT Inlet and 1/4" FPT

Outlet

TYPE 6140A
CHEMSAVER

• Brass construction
• Opens at 7 PSI press.
• For flow rates to 4 GPM
• Overall length 23⁄8"
• Choice of 1/4" or 3/8"

FPT Inlet Con.
• Outlet has dual 1/2" MPT

and 3/8" FPT

TYPE 6135A CHEMSAVER
• Available in Brass or Aluminum
• Stainless Steel valve and seat
• Opens at 7 PSI pressure
• For flow rates to 4 GPM
• Overall length 25⁄8"
• 11/16" Nozzle thread
• Available in 1/4" and 3/8" FPT

Connection

TYPE 12328-NYB
CHEMSAVER

• Nylon with Celcon 
Bonnet

• Opens at 7 PSI
• Choice of 1/2" & 3/4"

Ports
• Overall length 3"

TYPE 12328-NYB
REPAIR DIAPHRAGMS

NO. 4624 RETAINER BRASS
OR ALUMINUM

NO. 21950-NYB
END CAP NYLON/POLY

• Opens at 10 PSI

NO. 9758 END CAP SUB-
ASSEMBLY BRASS OR

ALUMINUM

NO. 21953 DIAPHRAGM
FOR NYLON BODIES

NO. 4620 DIAPHRAGM FOR
BRASS OR 

ALUMINUM BODIES

OPTIONAL TEFLON
DIAPHRAGM

To be used with #4620 or
21953 Diaphragms

No. FPT Material
5762 1/8" Nylon / Poly
5763 1/4" Nylon / Poly

No. FPT Material
5596 1/4" Aluminum
5597 3/8" Aluminum
5598 1/4" Brass
5599 3/8" Brass

No. Mfg. No. Material
5768-F 12335-FA Fairprene Std.
5768-V 12335-VI Viton Opt.

Ports Max. Flow
No. Inlet x Outlet GPM
5758 1/2" MPT x 1/2" FPT 10
5768 3/4" MPT x 3/4" FPT 15

No. MPT
5750 1/4"

No. Material
5594 Aluminum
5595 Brass

No. Material
5616 Aluminum
5617 Brass

No. Description
5604 Brass

No. Description
5791 Brass 1/4"

No. Material
1736 4620-Fairprene
1737 4620-Viton

No. Material
2609 21953-EPDM
2610 21953-VITON

No. Material
*1741 4624-Aluminum
1742 4624-Brass

No. Description
1544 6227-Teflon

No. Description
2611-10-N 21950-NYB

No. Material
1738 9758-Aluminum
1739 9758-Brass

* Limited quantities available




