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QUICK TEEJET MULTI-NOZZLE BODIES

• Single Fertilizer nozzle outlet with shutoff cap and either 3, 4, or 5 spray positions   
for easy change of spray tips or quick boom flushing

• Positive shutoff between each position
• Automatic self-alignment with flat fan spray patterns
• Flow rate: 2.25 GPM (8.5 l/min) with 5 PSI (0.34 bar) pressure drop

through turret and 3.4 GPM (12.9 l/min) through fertilizer outlet
• Maximum pressure of 300 PSI (20 bar)
• Available in 1" pipe connections and mounts with a 3/8" (9.5 mm) hole drilled in   

pipe or tubing
• Includes ChemSaver diaphragm check valve for drip free shutoff. Standard  

diaphragm opens at 10 PSI (0.7 bar). See page 56 for additional 21950 ChemSaver 
spring capacities

• Standard O-rings and diaphragm made of EPDM and Buna with Viton optional
• Also available with optional 39535 ChemSaver air shut-off valve, see page 56 for 

more information
• Molded hex socket in the upper clamp for attaching to flat surfaces
• Hinged upper clamp reduces assembly time and fits inside common boom channels

THREE NOZZLE
DIAPHRAGM

CHECK VALVE
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OUTLET

Purchase Caps and
Gaskets separately
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FIVE NOZZLE
DIAPHRAGM
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OUTLET
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Gaskets separately

• Single Fertilizer nozzle outlet with shutoff cap and either 3, 4, or 5 spray positions 
for easy change of spray tips or quick boom flushing

• Positive shutoff between each position
• Automatic self-alignment with flat fan spray patterns
• Flow rate: pressure drop of 5 PSI (0.34 bar) for 2.25 GPM (8.5 l/min) through turret 

and 3.4 GPM (12.9 l/min) through fertilizer outlet
• Maximum pressure of 300 PSI (20 bar)
• Available in 1" single or double hose shanks
• Includes ChemSaver diaphragm check valve for drip free shutoff. Standard 

diaphragm opens at 10 PSI (0.7 bar). See page 56 for additional 21950 ChemSaver 
spring capacities

• Standard O-rings and diaphragm made of EPDM and Buna with Viton optional
• Also available with optional 39535 ChemSaver air shut-off valve, see page 56 for  

more information
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No. Seal Material Pipe Size
5862F EPDM/Buna 1"

5862FVI Viton 1"

No. Seal Material Pipe Size
5864F EPDM/Buna 1"

5864FVI Viton 1"

No. Seal Material Pipe Size
5871F EPDM/Buna 1"

5871FVI Viton 1"

No. Hole Seal
L T Size Material

5854LF 5854F 1" EPDM/Buna
5854LFVI 5854FVI 1" Viton

No. Hole Seal
L T Size Material

5857LF 5857F 1" EPDM/Buna
5857LFVI 5857FVI 1" Viton

No. Hole Seal
L T Size Material

5860LF 5860F 1" EPDM/Buna
5860LFVI 5860FVI 1" Viton

FOR WET BOOMS

FOR DRY BOOMS
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SPRAY WANDS & EXTENSIONS

TRIGGER VALVE SPRAY GUN

• Rigid, lightweight & economical
• Reinforced spray extension
• Adjustable cone spray tip, adjust from wide angle to straight stream
• Polypropylene, Viton, and stainless steel construction
• Max. 200 PSI
• 1/4" FPT with 1/4" MPT x 1/4" H.B. adapter

TRIGGER HANDLE ON/OFF SPRAY GUN

• A low pressure gun for ATV or backpack spraying
• Adjustable cone spray tip, adjust spray pattern from wide angle cone 

spray to straight steam. Tip #500-PPB-X8 standard
• Built in line filter in handle
• Polypropylene construction
• 1/4" FPT connection
• Available with 15" or 24" extension
• Viton diaphragm
• Max pressure 150 PSI

SPRAY GUN EXTENSION

• Poly & fiber construction
• 11/16" female connection for spray gun
• 11/16" 45° nozzle connection for nozzle cap

• For use with backpack and other low pressure sprayers
• Adjustable cone spray tip with a 30° offset
• Trigger lock permits locking gun in an open position for continuous 

flow
• 1/4" or 3/8" hose shank connection with 1/2" maximum hose OD
• Maximum operating pressure 100 PSI

TELESCOPING ALUMINUM WAND

• Adjust from 32" to 51" including handles
• Excellent for spraying shrubs or small trees up to 15'
• Nozzle adjusts from fan spray to straight stream
• Mfg. from chemical resistant polypropylene & aluminum
• Trigger can be locked into spray mode
• 1/4" hose barb connection with locking collar
• Max 150 PSI

TELESCOPING LIGHT DUTY SPRAY GUN

TRIGGERJET 22650

2 OR 3 NOZZLE BOOMS

• Poly & fiber glass construction
• 11/16" female connection for attaching to spray gun
• Complete with nozzle caps, screens and 02F110 tips.

51" Extended

32"

No. Description
3277 Telescoping Wand

No. Mfg. No. Ext.
3293 22650 -
3297 22670-PP-15 15"
3296 22670-PP-24 24"

Repair Kit
SSK-9 PK-AB22670-PP-KIT
SSK-23 PK-AB22650-PP-KIT

No. Description Ext.
3276 Trigger Handle Less Wand -
3279 Trigger Handle With Wand 21"

No. Mfg. No. Wand Ext. Conn.
3294P-1/4 50800-15-PP-1/4 Poly 15" 1/4"
3294P-3/8 50800-15-PP-3/8 Poly 15" 3/8"

3294-1/4AL 50800-21-AL-1/4 Aluminum 21" 1/4"
3294-3/8AL 50800-21-AL-3/8 Aluminum 21" 3/8"

No. Size
3290 40"

No. Nozzles Spray Coverage
3287 2 40"
3288 3 60"

TRIGGERJET 50800
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SPRAY GUNS & EXTENSIONS
NO. 4688 BRASS
TRIGGER VALVE

• Trigger lock
• Max. flow 2 GPM
• Max. pressure 250 PSI
• Use with Teejet,  

Conejet, adjustable 
Conejet tips etc.

NO. 6104 BRASS
TRIGGER VALVE

• Same as No 4688
Except has 1/4" MPT
on both inlet and outlet 
connections

• Max 250 PSI

VALVE HANDLES

NO. 31 BRASS
TRIGGER VALVE

• Max 500 PSI
• Comfortable palm 

fitting gun
• Brass forged body
• Stainless steel valve stem
• Teflon valve seat and 

packing

NO. 9527 HIGH PRESSURE
BRASS CURVED EXTENSION

• Max. 1000 PSI • Insulated Handle
• Inlet Female Nozzle Thread
• Outlet Male Nozzle Thread
• Fits models 23H and #31 spray guns

CURVED BRASS EXTENSIONS
WITH FIXED BODY

Male Nozzle Thread by 
Female Nozzle Thread

Max 125 PSI

CURVED BRASS EXTENSIONS
WITH SWIVEL BODY
Male Nozzle Thread by 
Female Nozzle Thread

Max 125 PSI

VALVE BRASS HANDLE
Made of 1/8" Brass Pipe with Bushing. 

Slip hose over pipe to form handle.

NO. 6590 BRASS
TRIGGER GUN

• Same as NO. 6104
Less trigger lock, with
extra long trigger.

NO. 6466 BRASS
TRIGGER VALVE

• Same as No 4688
Less trigger lock with 
extra long trigger

NO. 36
STAINLESS STEEL
TRIGGER VALVE

• Trigger lock
• Max. flow 7 GPM
• Max. 150 PSI

NO. 36 BRASS
TRIGGER VALVE

• Trigger lock
• Max. flow 7 GPM
• Max. 150 PSI

Inlet Outlet
No. FPT Nozzle Thread
3300 1/4" 11/16"

Repair Kit
SSK-1 PK-AB4688-KIT

Inlet Outlet
No. FPT FPT
3303 1/4" 1/4"

Repair Kit
SSK-5 AB6590-KIT

Inlet Outlet
No. FPT FPT
3302 1/4" 1/4"

Repair Kit
SSK-2 AB6104

Inlet Outlet
No. FPT FPT

3304SS 1/4" 1/4"
3305SS 3/8" 3/8"

Repair Kit
SSK-6 AB36-SS-KIT

Inlet Outlet
No. FPT FPT
3304 1/4" 1/4"
3305 3/8" 3/8"

Repair Kit
SSK-3 PK-AB36-KIT

No. Mfg. No. Length
6532 9527-8 8"
6533 9527-18 18"
6534 9527-24 24"
6535 9527-36 36"
6536 9527-48 48"

No. Mfg. No. Length
6520 6671-8 8"
6521 6671-18 18"
6522 6671-24 24"
6523 6671-30 30"
6524 6671-36 36"
6525 6671-48 48"

No. Mfg. No. Length
3326 4673-8 8"
3327 4673-18 18"
3328 4673-24 24"
3329 4673-30 30"
3330 4673-36 36"
3331 4673-48 48"

Inlet Outlet
No. FPT Nozzle Thread
3306 1/4" MPT 11/16"

Repair Kit
SSK-7 RK-AB31-KIT

No. Connection
3312 1/4" MPT, 1/4" Hose

Inlet Outlet
No. FPT FPT
3301 1/4" 11/16"

Repair Kit
SSK-4 AB6466-KIT

SS6466-VI 6466-VI

No. Mfg. No. Valve Hose
3314 4727 1/4" MPT 1/4" MPT
3315 4754 1/4" MPT 3/4" GHFT

STRAIGHT BRASS EXTENSION

For 23L, 31 Gunjet and Trigger 
Valves with 11/16" Nozzle Thread

Max 250 PSI

No. Mfg. No. Length
6526 7715-8 8"
6527 7715-18 18"
6528 7715-24 24"
6529 7715-30 30"
6530 7715-36 36"
6531 7715-48 48"
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SPRAY GUNS
Trigger Handle Adjustable Pattern Spray Gun 

• As trigger is drawn back, valve moves from closed position to wide 
angle, to narrow cone to final straight stream.

• Trigger can be adjusted to stop at desired position.

Hardened Stainless Steel
Type DX-HSS Spray Tips

For spraying trees and other applications
where maximum spray throw is required.

• Accepts disk type cone spray tips. No. 6 is standard. See page 36  
for other sizes available.

• Available in Aluminum or Brass construction
• Max. volume 14.1 GPM with #10 disk.
• Pressure 0-800 PSI

TEEJET LAWN SPRAY GUN METERJET SPRAY GUN

25990
Swivel

CP22673-PP
45° Adapter

CP22668-PP
Cap

25657-NYB
Adapter

15" or 24"
Extension Wand

22665

25660 TeeJet
Lawn Spray Gun

• Interchangeable nozzle tips are color-coded  
for easy identification of nozzle tip size

• Nozzle tips provide a 45° full cone 
"showerhead" spray pattern

• Convenient trigger lock for continuous 
spraying

• Option available: hose shank swivel for 
inlet connection and extension wand and 
adapters for low volume and spot spraying

• Maximum operating pressure of 200 PSI 
(14 bar)

• Made of nylon with Viton o-rings and 
stainless steel springs.

• Adjustable scales to accurately set 
volumes to nearest 0.1 ML

• Charge indicator provides positive 
verification of full pressure in chamber

• Maximum operating pressure of 75 PSI 
(5 bar)

• Minimum pressure of 25 PSI (1.7 bar) to 
charge unit

• Optional sping for low volume applications 
available

• Inlet connections 1/4" NPT
• Wetted parts: Nylon, Teflon, Brass and 

Stainless SteelNozzle Tip Nozzle Capacity (GPM) at Various Pressures*

No. Number Tip Color 2 PSI 4 PSI 6 PSI 8 PSI 10 PSI 15 PSI 20 PSI

4364 25670-1.5-NY Gray 1.4 1.9 2.3 2.6 2.9 3.4 4.0
4365 25670-3.0-NY Black 2.0 2.7 3.2 3.6 4.1 4.9 5.6
4366 25670-4.0-NY Red 2.3 3.1 3.7 4.3 4.7 5.6 6.4

Inlet Pressure
No. Mfg. No. Port Range PSI Material
3178 43L 1/2" FPT 0-200 Brass
3298 43H 1/2" FPT 200-800 Brass
3179 43L-AL 1/2" FPT 0-200 Aluminum
3281 43H-AL 1/2" FPT 200-800 Aluminum

No. Mfg. No.
3938 DX-6
3939 DX-8
3940 DX-10
3941 DX-12
3956 DX-14
3970 DX-16

No. Mfg. No.
3938-SS DX-HSS-6
3939-SS DX-HSS-8
3940-SS DX-HSS-10
3941-SS DX-HSS-12
3956-SS DX-HSS-14
3970-SS DX-HSS-16

GUNJET OVERALL LENGTH 8"

GUNJET OVERALL LENGTH 22"

GUNJET OVERALL LENGTH 13"

Inlet Pressure
No. Mfg. No. Port Range PSI Material
3215 43LC-1/2 1/2" FPT 0-200 Brass
3216 43LC-3/4 3/4" FPT 0-200 Brass
3217 43HC-1/2 1/2" FPT 200-800 Brass
3218 43HC-3/4 3/4" FPT 200-800 Brass
3219 43LC-1/2-AL 1/2" FPT 0-200 Aluminum
3220 43HC-1/2-AL 1/2" FPT 200-800 Aluminum

Inlet Pressure
No. Mfg. No. Port Range PSI Material
3167 43LA 1/2" FPT 0-200 Brass
3168 43HA 1/2" FPT 200-800 Brass
3169 43LA-AL 1/2" FPT 0-200 Aluminum
3171 43HA-AL 1/2" FPT 200-800 Aluminum

No. Description
3316 25660 Lawn Gun (less tip)
4364 4364 Grey Tip
4365 4365 Black Tip
4366 4366 Red Tip

20N-24 25990 Swivel
1165 CP22673-PP 45° Adapter
1170 CP22673-PP Cap
3317 25657-NYB Adapter
3318 22665-15PP Extension
3319 22665-24PP Extension

No. Mfg. No.
3313 23624-30L

BRASS STAINLESS STEEL
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GUNJET SPRAY GUNS
• For pressures to 800 PSI
• Rotate handle 70° from close to open
• As handle is turned spray changes from cone through to straight 

stream
• Models 12, 12A, 12-AL, 12C, 18, 18-AL & 143-AL-GH accept all 

standard orifice disks. See page 33.

Orifice Disk AY-HSS60 supplied with Gunjet Model #2 
Orifice Disk #D6 supplied with Gunjet Models #12, 18 & 143 

GunJet No. AA2

GunJet No. AA2/AL

GunJet No. AA12/AL

GunJet No. AA18AL

GunJet No. AA12A

GunJet No. AA12GH-3/4

GunJet No. AA143-AL-GH

GUNJET ORIFICE DISKS

Type AY-HSS16/240
Stainless Steel

Orifice Disks for Gunjet
Models 2, 2AL, 2A &

2AL-AL

TWIST HANDLE ADJUSTABLE PATTERN
SPRAY GUN

• Rotate handle to adjust spray from off to wide cone spray to straight 
stream

• Accepts disk type cone spray tips. #6 is standard. See page 36 for 
other sizes available

No. Mfg. No. Length Port Material Weight
3332 AA2 24" FGHT Brass 31⁄2 lbs.

3332-AL AA2-AL 24" FGHT Aluminum 11⁄4 lbs.

No. Mfg. No. Length Port Material Weight
3333 AA2A 15" FGHT Brass 21⁄2 lbs.

3333-AL AA2A-AL 15" FGHT Aluminum 1 lb.

No. Mfg. No. Length Port Material Weight
3335 AA12 20" FGHT Brass 13⁄4 lbs.

3335-AL AA12-AL 20" FGHT Aluminum 3/4 lb.

No. Mfg. No. Length Port Material Weight
3339 AA12A 15" FGHT Brass 11⁄2 lbs.

No. Mfg. No. Length Port Material Weight
3343 AA12C-GH-3/4 8-3/4" FGHT Brass 1 lb.

No. Port Material PSI GPM
3285 1/2" MPT Brass 700 5.3

No. Mfg. No. Length Port Material Weight
3351 143-AL-GH 22-1/4" FGHT Aluminum 11⁄4 lbs.

No. Mfg. No. Length Port Material Weight
3347 AA18 20" 1/4" Brass 11⁄2 lbs.

3347-AL AA12-AL 20" 3/4" Aluminum 1 lb.

ME5.901.09 Complete Nozzle
ME5.901.20 #5901.20 Coupling FPT x MPT

2834 #5901.15 Whirl Plate Head

No. Mfg. No.
3991 AY-HSS16
3992 AY-HSS20
3993 AY-HSS30
3994 AY-HSS45
3995 AY-HSS60
3996 AY-HSS70
3997 AY-HSS90
3999 AY-HSS120
4000 AY-HSS180
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SPRAY & TREE GUNS

GUNJET SPRAY GUNS

UNIVERSAL
MEDIUM & 

LONG RANGE 
TREE GUN

• Brass Body
• Quick release trigger lock
• Adjustable spray pattern from hollow cone to solid stream
• 1/2" hose barb with swivel standard
• Stainless Steel Pipe
• 2.3mm Nozzle tip standard

MEDIUM 
RANGE 

TREE GUN

• Adjustable spray pattern from hollow cone to solid stream
• Max. pressure 850 PSI • Max. Throw 45.8 ft.
• Max. Volume 13.2 US GPM • Stainless Steel and Brass
• Inlet 1/2" MPT - see pages 68 & 69 for fittings
• 2.3mm nozzle standard. For other sizes ask for PARTS FAXBAC

#MEP-1

• Non-drop design - valve extends to end of 
extension for drip free shut off

• Accomodates all interchangeable tips
• Max. Flow 5 GPM
• Max operating pressure 250 PSI
• Inlet 1/4" FPT
• Outlet 11/16" nozzle thread

• Non-drop design - valve extends to end of 
extension for drip free shut off

• Aluminum handle, Brass extension
• Accomodates all interchangeable tips
• Max. Flow 5 GPM
• Max operating pressure 250 PSI
• Inlet 1/4" NPT
• Outlet 11/16" nozzle thread

LONG RANGE 
TREE GUN

• Adjustable spray pattern from hollow cone to solid stream
• Max. Pressure 850 PSI • Max. Throw 77 ft.
• Max. Volume 29 US GPM • Stainless Steel and Brass
• Inlet 1/2" MPT - see pages 68 & 69 for fittings
• 2.3mm nozzle standard

INEXPENSIVE MEDIUM HIGH/LOW PRESSURE GUN 

• Use on low pressure spot spraying or pressure washer applications 
to 1000 PSI

• Adjustable spray nozzle from fan to straight stream
• Overall length 30"
• Heavy duty trigger spray gun
• Can be locked in spray or shut off position
• 3/8" FPT hose connection

No. Description
3334 Adjustable Spot Sprayer

No. Mfg. No. Ext.
3320 30L-PP -
3322 30L-22425-18 18"
3323 30L-22425-24 24"
3324 30L-22425-36 36"
3325 30L-22425-48 48"

Repair Kit
SSK-21 PK-AB30L-PP-KIT
SSK-22 AB30-VI-KIT (Viton Parts)

No. Mfg. No. Ext.
3320B 23L-PP -
3321B 23L-7676-8 8"
3322B 23L-7676-18 18"
3323B 23L-7676-24 24"
3324B 23L-7676-36 36"
3325B 23L-7676-48 48"

Repair Kit
SSK-19 PK-AB23L-PP-KIT
SSK-20 PK-AB23H-PP-KIT

No. Mfg. No. PSI GPM Throw Length Lbs.
3282 002201F 850 35 82 ft. 271⁄2" 31⁄2

No. Mfg. No. PSI GPM Throw Length Lbs.
3283 5.901.103 850 13.2 45.8 ft. 25" 31⁄2

Repair Kit
MEK-1 7.302.001 Repair Kit

No. Mfg. No. PSI GPM Throw Length Lbs.
3284 13.901.151 850 29 77 ft. 27" 33⁄4

Repair Kit
MEK-2 13.302.5 Repair Kit




