STAINLESS STEEL & HIGH PRESSURE VALVES

BLACK CARBON-STEEL STAINLESS STEEL
BALL VALVES BALL VALVES

e Full Port

o Max 6000 PSI
* Full Port * Max. 180° PULSATION DAMPENER
e Max. 2000 PSI e Weight 1.98 Ibs.
* Max. 180° N . « Mounts on outlet of pump
368.8 /8" * Prolongs life of pump & system
No. FPT Weight * Steel Alloy
3600 1/4" 0.17 Ibs. STEEL * Max 3100 PSI
3601 3/8" 0.16 Ibs. BALL VALVES * Max. 180
3602 172" 0.64 Ibs. * 580 PSI Pre-Charge
3603 3/4" 1.02 Ibs. * 0.16 Litre
3604 1" 2.00 Ibs. e Full Port * Weight 1.82 Ibs.
3605 14" 3.10 Ibs. e Max 7350 PSI
3606 1%" 5.40 Ibs. e Max. 180° 3’;‘:0 ’:;/ZT
3607 2" 8.30 Ibs. e Weight 1.98 Ibs.
BALL VALVE REDUCED PORT
No. FPT
— NEEDLE 3609 9 @
] VALVE o
. GATE VALVE .  One piece body
FULL PORT é& o Temp. -20° to 450° F
b 11 * 6000 PSI W.O.G. it : * 800 PSI W.O.G.
-.-‘ \ Threaded Ends e Threaded ends @\ « Blowout proof stem
g ¢ 200 PSI W.0.G. \ ! e Lock out handle
&/ e Investment casting Y * Floating ball
¢ Non-rising stem and
handwheel No. FPT
77 i s e
7463 3/8"
3478 3/8" No. FPT 7464 1/2"
3479 172" 7392SS 172" 7465 3/4"
3480 3/4" 7393SS 3/4" 7466 1"
3481 1" 7394SS 1" 7467 19"
7395SS 1% 7468 115"
739688 1%" 7469 2"
7397SS 2"

. BALL VALVE ,ﬁ By 6

FULL PORT BALL VALVE [ J; BALL VALVE
f THREE PIECE \ ,_E( THREE WAY
¢ Blowout proof stem . -
Full Port B
* 1000 PSI.W.O.G. « 1000 PSI W.0.G. L . *Ad. stem seals
* Adj. I'Dacklng Nut « Blow out proof stem h 4 o Blow out proof stem
e Locking handle « Adj. packing nut ' ‘ @ ¢ 1000 PSI W.O.G.
« Floating ball o % Gl
* Floating ball > * ‘L port
* 360° rotation
No. FPT No FPT
;;1:12 ;;4: 7470 1/4" No. FPT
i 7471 3/8" 7435 172
7413 1/2" 7472 1/2" 7436 3/4"
;ﬂg Sﬁ s a/a" 7437 1
. 7474 1" 7438 L
7416 1% 7475 1y 7439 2"
7417 1%"
: 7476 1%
7418 2
7477 2"
7422 21"
: 7478 2%
7419 3 "
7423 4 7479 3
7479-4 4"
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PVC BALL VALVES

SANKING
PVC COMPACT
BALL VALVE

¢ EPDM \!
¢ Shock-resistant

e Temp. range: 41°F - 122°F (5°C - 50°C)
e Max pressure: 150 PSI

¢ Suitable for Schedule 40 & 80 pipe

e Maintenance Free Design

e EPDM Rubber Parts

¢ Available in FPT or SLIP

-

HERSHEY
PVC COMPACT
BALL VALVE

-

e EPDM .
e Shock-resistant —

¢ 150 PSI working

temp. @ 73°F (22°C)
¢ Excellent flow characteristics
e Full Port e EPDM Rubber Parts
e Suitable for Schedule 40 & 80 pipe
¢ Maintenance Free Design
e Available in FPT or SLIP

PVC COMPACT
BALL VALVE
e EPDM

e Shock-resistant

# - Full Port

- e Temp. range: 32°F -
122°F (0°C - 50°C)
e Max pressure: 150 PSI
¢ Not NSF Approved

FPT Slip Size
3181-2 3181-3 1/2"
3182-2 3182-3 3/4"
3183-2 3183-3 1"
3184-2 3184-3 14"
3185-2 3185-3 1%"
3186-2 3186-3 2"

HERSHEY
PVC COMPACT
BALL VALVE

<

W W
* Viton ‘\\'

e Shock-resistant

¢ 150 PSI working temp. @ 73°F (22°C)
¢ Excellent flow characteristics

e Full Port - EPDM Rubber Parts
¢ Suitable for Schedule 40 & 80 pipe

e Maintenance Free Design

« Available in FPT or SLIP

Uses: Farm, Irrigation, industrial, marine No. Size Ports Bore
No. Size Ports Bore 3181 12 FPT 55
" 3182 3/4" FPT .79
3181-1 1/2 FPT .55
" 3183 1" FPT .98
3182-1 3/: FPT .79
W 3184 14" FPT 1.18
3183-1 1 FPT .98 .
3184-1 14" FPT 1.18 3185 1% FPT 1.42
m ' 3186 2" FPT 1.83
3185-1 1% FPT 1.42
31861 2" FPT 1.83 sier  2A il 2.36
: 3188 Bi FPT 3.03
Same features as above 3189 4" FPT 3.93
No. Size Ports Bore Same features as above
3221-1 172" Slip .55 No. Size Ports Bore
3222-1 3/4" Slip 79 3221 1/2" Slip 55
3223-1 1" Slip .98 3222 3/4" Slip .79
3224-1 14" Slip 1.18 3223 1" Slip 98
3225-1 14" Slip 1.42 3224 WA Slip 1.18
3226-1 2" Slip 1.83 3225 13" Slip 1.42
3226 2" Slip 1.83
3227 25" Slip 2.36
PVC ;
3228 3" Slip 3.03
TRUE UNION 3009 4 Slip 3.93
BALL VALVE
PVC
TRUE UNION
¢ Shipped complete with both thread and BALL VALVE

slip connections
e True union ball valve
e Two way blocking

e Shipped complete
with both thread and
slip connections

e True union ball valve
e Two way blocking

o Teflon seats o Full port
¢ 150 PSI @ 73°F e EPDM O-ring
No. FPT
0924-05 1/2"
0924-07 3/4"
0924-10 1"
0924-12 14"
0924-15 15"
0924-20 2"
0924-25 21"
0924-40 4"
POLYPROPYLENE
KNIFE VALVE
e EPDM Seals

e Full Port
e Quick Acting
* No suitable for pressure

No. Mfg. No. FPT
3138-1 450035 14"
3138-2 450036 1%"
3138-3 450037 2"

e Teflon seats e Full port
¢ 150 PSI @ 73°F e Viton O-ring
No. FPT
0926-05 1/2"
0926-07 3/4"
0926-10 1"
0926-12 14"
0926-15 15"
0926-20 2"
0926-25 2"
0926-30 3"
0926-40 4"
PVC BALL VALVE
IDEAL FOR

END NOZZLES

e EPDM O-ring seals
¢ FDA Grade PVC

No. Size Ports Bore
3181VI 1/2" FPT .55
3182VI 3/4" FPT .79
3183VI 1" FPT .98
3184VI 1%" FPT 1.18
3185VI 14" FPT 1.42
3186VI 2" FPT 1.83

Same features as above

No. Size Ports Bore
3221VI 1/2" Slip .55
3222VI 3/4" Slip .79
3223VI 1" Slip .98
3224V| 14" Slip 1.18
3225VI 1%" Slip 1.42
3226VI 2" Slip 1.83

SPEARS
COMPACT
BALL VALVES
PVC
e Available in FPT or SLIP
e Full Port

¢ Suitable for vacuum service

¢ Teflon Ball Seats

e Max. pressure 150 PSI @ 100°F
e Max. Temp.: 50 PSI @ 140°F

e Max 250 PSI
No. Size
3170 1/4" FPT x 1/4" FPT

No. Size Ports
1521-002 1/4" FPT
1521-003 3/8" FPT

Same features as above

No. Size Ports
1522-002 1/4" Slip
1522-003 3/8" Slip
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PoLYPROPYLENE VALVES & ACCESSORIES

SPRAYER PARTS
WAREHOUSE

BANJO SINGLE UNION
POLYPROPYLENE
BALL VALVE
(FPT x FPT)
¢ Molded in glass reinforced polypropylene
e EPDM & Viton o-rings available
¢ Double O-rings in stem area
e Max. 100 PSI at 72°F

e Max. 75 PSI at 150°F o Teflon seats

BANJO SPIN WELD
POLYPROPYLENE
BALL VALVE

(FPT x FPT)

e EPDM stem O-ring to handle most fertilizers
and many chemicals.
e Max. 150 PSI at 70°F

No. FPT
3172 172"
3173 3/4"
3174 1"
3175 14"
3176 15"
3177 2"

POLY AIR ACTUATED

SHUTOFF VALVE

. BANJO
THREE WAY
BOTTOM LOAD
UNION VALVE

No. FPT
UV125BL 14"
UV200BL 2"

THREE WAY
SINGLE UNION
POLYPROPYLENE
BALL VALVE

(FPT x FPT x FPT)

e Side Load
e Centre is off position
e All other features same as 3231 to 3236

e Bladder pinches shut
between 15 to 20 PSI
e EDPM or Viton seals

No. FPT

3470 12"

3471 3/4"

3472 1

3473 1%

3474 1%

3475 2"
-y SINGLE UNION

POLYPROPYLENE
BALL VALVE
(FPT x FPT)

e Safety Block Feature

e Full Port

¢ Precision ground ball

e Female threaded brass mounting inserts 14",
14", & 2"

e Teflon seats with EPDM “O” rings under seat
for positive seal

e Double “O” rings in stem area

e Max. 150 PSI at 75°F.

No.
3256
3257
3258
3259
3260
3261

FPT
12"
3/4"
1||
1%
1%
2"

BANJO POLY NOZZLE VALVE

o Stainless steel

« Max. 70 PSI
] FPT
3450 3/4"
3450V 3/4"
3451 1"
3451V i
3452 1" x 3/4"
3452V 1" x 3/4"
BOTTOM LOAD
THREE WAY
FULL PORT

e Directional flow either
right or left. Valve can be
turned off to stop flow.

No. FPT Ports
3238 3/4" 1"
3239 1" 1"
3240 14" 1%"
3241 14" 1%"
3242 2" 2"

LOCKING
DEVICE

e Stainless Steel

¢ Installs under valve handle

e Comes complete with bracket and handle
e Lock not included

No. For Valves
1696 3202, 3203, 3204
POLYPROPYLENE
SWIVALS

¢ Teflon Thrust Bearing
e Viton O-rings

No. FPT
3231 1/2"
3232 3/4"
3233 1"
3234 17"
3235 14"
3236 2"
> SIDE LOAD THREE
WAY FULL PORT
¢ Directional flow either
right or left. Valve cannot
be turned off.

No. FPT Ports
3244 3/4" 1"
3245 1" 1"
3246 A 14"
3247 14" 14"
3248 14" 2"

LOCKING DEVICE

metal parts
e Viton rubberparts
e Max. 75 PSI
* 40 GPM
No. FPT
3210 1"

BANJO RIGHT ANGLE
BALL VALVE NOZZLE

e Convenient transfer of liquids
e Light weight

oViton O rings

¢ 8" long fill spout

e Max. 100 PSI
No. Size
3191 14" FP
3192 2" STD
3193 2" FP

POLY SIPHON TUBES

e Stainless Steel Hardware
e Locks in open or closed positions

¢ Glass Reinforced
e 75 P.S.I. Maximum

¢ Locking handle replaces standard handle

No. Size .

4607 1"y 1" e Lock not included No. Mfg. No. MPT

4608 154" x 1%" No. For Valves 3131 ST200 on

4609 2"x 2" 1697 3205, 3206, 3207 & 3211 3132 ST200 &
www.spwarehouse.ca +  Free Shipping On Orders Over $500 107



108
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BANJO POLYPROPYLENE

BALLS VALVES

¢ Precision molded in Polypropylene reinforced
with fiberglass for additional strength.

e Viton o-ring stem seal.

e Teflon self-lubricating stem bushings and
seats cannot stick or bind.

3-WAY BALL
o — VALVE
F HANDLE
RISERS
BL - Bottom Load
SL - Side Load
FP - Full Port
SP - Standard Port
No. Type
3001 3/4" & 1" BL
3001BL 1" FP & 14" SP, 3/4" & 1" SL
3002 174" & 14" BL
3002BL 14" FP - 2" SP, 14" & 114" SL
3003 2" & 3" FP BL
3003BL 2"FP & 2" SL

e Stainless Steel Bolts.

e Self-aligning ball moves freely against the
Teflon seats for smooth operation.

¢ Valve opens and closes with very little
pressure on the handle.

BANJO
VALVE
MOUNTING
BRACKETS

¢ 304 Stainless steel bracket
e For Valve #V150, V200, V200FP, V300,
V400, VFMT200FP & VFMT200FPSH

No. Type
BAV25270 Straight
BAV25271 Angle

2" 4 BOLT STUBBY BALL VALVES

2" FPT x 2" MALE

3" 6 BOLT STUBBY BALL VALVES

3" MPT x 3" FPT

LS

ADAPTER
¢ 6 Bolt
*3"MPT x 3"FPT
No. FPT Port Adapter No. FPT Port MPT
3194 2" 1%" 2" VSMT300 3" 25" 3"
3194FP 2" 2" 2"
- — 3" MALE
= S ; ADAPTER
" 2" FPTx 2" MPT X 3TFPT
* 6 Bolt
e 3" M ADP x 3"
FPT
No. FPT Port  Adapter
No. FPT Port MPT VSF300 3" 21" 3"
3195 2" 1%" 2"
3195FP 2" 2" 2" - —
- 2" MALE
ADAPTER 3" MALE ADAPTER
x 2" FPT x 3" MPT
* 6 Bolt
¢ 3" M ADP x 3" MPT
No. FPT Port  Adapter
3196 2" 15" 2" No. MPT  Port Adapter
3196FP 2" 2" 2" VSFMT300 3" 25" 3"
FULL PORT
- Bty 6 BOLT
o" 4 BOLT COMBINATION
2" MALE
FULL PORT ADAPTER
COMBINATION
VALVE No. FPT  Port FPT
31 90 2II 2|I 2l|
No. il SRORI A i With shorter handle for use in restricted areas
3190-4 2 2 2 3190SH on on on

e Ball is diamond turned after molding to make
it spherically perfect, which provides the right
contact between ball and seats.

e Maximum operating pressure 100 P.S.I.
at 70° F. — 75 P.S.l. at 150°F.

o Max. Temperature 185°F

4 BOLT

VALVES
No. FPT Port FPT
3197 1/2" 3/4" 172"
3198 3/4" 3/4" 3/4"
3199 1" 3/4" 1"
3200 1" 1" 1"
3201 1%" 1" 14"
3202 14" 1%" 14"
3203 1%" 1%" 1%"
3204 2" 1%" 2"

3205-4 2" 2" 2"

6 BOLT VALVES

No. FPT Port FPT
3205 2" 2" 2"
3207 3" 2" 3"
3206 3" 3" 3"
3211 4" 3" 4"

L

BANJO ANSI FLANGE
VALVE

No. ANSI Flange Port Adapter
3194-F 2"ID x 6" OD 2" 2"

ANSI Flange Gaskets purchase seperate below

ANSI GASKETS FOR
VALVES NO.
3194-F & 3195-F

o

FPT Type
6951G 2" x 6" EPDM
6951GV 2" x 6" Viton
STUBBY VALVE
2" ADAPTER x 2" HB
No. Mfg. No. HB Adapter
3194HB VSFHB200 2" 2"
g STUBBY VALVE
2" FULL PORT
FPT x FPT
No Mfg. No.  FPT x FPT
3180 VS204FP 2" x 2"
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